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AC NO: 21-28 cme 1
DATE: ua3fo

ADVISORY
CIRCULAR

DEPAkENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

SUBJECT:

EXPORT AIRWORTHINESS APPROVAL PROCEDURES.

1. PURPOSE, This advisory circular transmits revised pages to AC No. 21-2B,
dated October 2, 1969,

2, CHANGES:
a. The basic text is revised to:

(1) Provide an explanation of special requirements and bilateral
agreements.

(2) Clarify that export certificates of airworthiness do not
constitute authority to operate an alrcraft,

(3) Provide additional guidance for completion of an application
for Export Certificate of Airworthiness, FAA Form 8130-1.

(4) Delete paragraph 1£(3)(b) which required the exporter to
provide the FAA representative who issued the Export C of A
with the name and address of the foreign purchaser.

(5) Delete the reference to FAA International Offices (A new
appendix is added giving the FAA Regional Office addresses
to which inquiries should be directed).

(6) Renumber the paragraphs and to incorporate other nonsubstan-
tive changes,

b. Appendix 1 is revised to provide a sample application form which
shows the "engines' and "propellers'" blocks completed for an
aircraft,
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c. Appendix 2 is revised to:
(1) Incorporate special requirement changes requested by the
civil air authority of:
(8) Australia
(b) France
(c) Japan
(d) Kingdom of the Netherlands
(2) Add new special requirements for:
(a) WNetherlands Antilles
(b) Republic of Zambia
d. New Appendix 3 and 4 have been added to provide FAA Regional Office
addresses and a list of countries with which the U,S, has bilateral
agreements,
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ADVISORY
CIRCULAR

DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

SUBJECT: Export AIRWORTHINESS APPROVAL PROCEDURES

1, PURPOSE., This advisory circular transmits revised AC No, 21-2B,

2. CANCELLATION. AC No. 21-24, dated 2/16/67, and changes 1, 2, 3, and 4.

3. EFRINCIPAL CHANGES,.

a. References to FAA forms, and examples of such forms, have been
updated,

b, The speclal requirements in Appendix 2 for Canada, France, India,
The Netherlands, South Africa, and Auatralia have been revised, Special

requirements for West Malaysla have been added.
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EXPORT AIRWORTHINESS APPROVAL PROCEDURES
1. GENERAL.
* a, This advisory circular provides general information and guidance

concerning issuance of export approvals under Federal Aviation
Regulations (FAR) Part 21, Subpart L. As appropriate, the infor-
mation contained herein sets forth an acceptable means, but not
the sole means, for compliance with the FAR, Paragraphs 2 through
8 are identified to correspond with the section of the FAR under
discussion., Some sections have been intentionally omitted, since
their meaning is clear and further discussion is considered
unnecessary,

Persons in the United States desiring additional information or
advice on how to get an export airworthiness approval may contact
the nearest FAA Pistrict or Regional Office of the Flight Standards
Service. Foreign importers of U,S. aeronautical products and U,S,
citizens located in foreign countries may contact the appropriate
FAA office listed in Appendix 3,

Certain foreign countries have notified the FAA of their specisal
requirements epplicable to import into their countries of U,S,
manufactured aeroneutical products or parts, Such requirements are in
Appendix 2. These are generally the special requirements referred
to in Subpart L of FAR 21; however, this does not preclude one of
these countries from applying unique special requirements at their
own option. As applicable in such cases, the civil air authority
of the importing country may waive a requirement by providing a
statement that they will validate an export certificate of airwor-
thiness for a product which does not meet specified, normally
applicable FAA requirements. All exceptions covered by the state-
ment from the foreign civil air authority are listed by the issuing
FAA representative on the Export Certificate of Airworthiness,

FAA Form 8130-4. The special requirements of an importing country,
whether general or unique, take precedence over any conflicting
FAA airworthiness requirements and are not considered as being
"exemptions" from the FAR,

Appendix 4 lists the countries with which the U,S, has concluded
formal bilateral agreements for reciprocal acceptance of export
certificates of airworthiness. The special requirements in

Appendix 2 include those submitted by some of the bilateral agree-
ment countries as well as special requirements submitted informally
by countries with whom no formal agreement is in effect, An export *
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approval may be issued upon request for a product to be exported

to a country not covered in either Appendix 2 or 4, however, such an
approval would certify compliance with only U.S, airworthiness
standards. Assurance of compliance with any other requirements
which the country may impose would be the responsibility of the
exporter and importer, unless the country chooses to submit their
special requirements for publication in this advisory circular,

e, An Export Certificate of Airworthiness, FAA Form 8130-4, certifies
compliance with applicable requirements but DOES NOT CONSTITUTE
AUTHORITY TO OPERATE AN ATRCRAFT, Information and guidance concern-
ing appropriate airworthiness certificates and/or flight permits
are in Advisory Circular No. 20-65, "U,S, Airworthiness Certificates
and Authorizationsfor Operation of Domestic and Foreign Aircraft," *

FAR 21,323 Eligibility. Normally, U.S, citizens engaged in the business
of selling civil aircraft and related products are the ones who will be
the most interested in obtaining export airworthiness approvals for
products being exported; however, other persons, such as individual
aircraft owners or operators, are also eligible provided all other
pertinent requirements are met. It should be noted that, due to limited
FAA resources, only those manufacturers holding an FAA production
approval, and who have in their employ a designated representative of

the Administrator, are eligible to obtain export airworthiness approvals *
for Class 1II products covered by their production approvals.

FAR 21.325 Export Airworthiness Approvals.

a. Samples of the export alirworthiness approval forms are shown in
Appendix 1., This section of the regulations covers all the products
which may be approved for export. Subparagraph (b)(2) of Section
21.325 was adopted to make it possible for an owner of a U,S,
certificated aircraft, engine, or propeller which at the time may be
located in a foreign country, to obtain an export airworthiness
approval necessary to the sale of such product to a forelgn citizen
without the necessity of returning the product te the U,S, Prior
to concluding a sales agreement, however, the U,S, owner/exporter
is cautioned to contact the appropriate FAA Office (See Appendix 3)
to determine whether the export airworthiness approval can be issued®
without creating an administrative and inspection burden on the FAA,

b, The date of issuing an export airworthiness approval will always
be the date the product concerned was inspected by the FAA and
found to comply with the pertinent requirements, In other words,
an export alrworthiness approval means that AS OF THE DATE OF ITS



AC 21-2B CHG 1 Page 3
11/23/70

ISSUANCE the product covered thereby was found to be airworthy and
in compliance with the applicable requirements except for any devia-
tions authorized by the air authority of the importing country. 7In
order to preclude complaints from foreign countries and subsequent
investigations by the FAA, it is recommended that the U,S. exporter
ensure the product still meets the pertinent requirements when de~
livered to the foreign importer,

c. Except for any special requirements which have been filed with
the FAA by the country of import, and those additional requirements
specified in FAR 21, Subpart L, the issue of an export airworthiness
approval does not attest to compliance with any requirements which
may go beyond the MINIMUM airworthiness standards of the regulations
governing domestic certification and maintenance of U.S8., aircraft,
The FAA considers that any additional requirement of the importer
is a matter for settlement between the importer and the U,S, expor-
ter, This is particularly important where USED products are
concerned.

FAR 21.327 Application, Samples of Application for Export Certificate

of Airworthiness, FAA Form 8130-1, are shown in Appendix 1. Part I of
the application should be completed for Class I products and Part II for
Class II products, Class II products being exported by production certi-
ficate holders and all Class III products do not require a written
application. 1In these cases, oral application or request should be made
to the appropriate FAA designated representative, Subparagraph (a) and
(b) below provide information regarding completion of Parts I and II of
the application.

a, PART I - (For Class_ I products)

(1) Export Certificate No, - Leave blank,

(2) Items 1 through 4 - Self-explanatory.

(3) Item 5 Description of Product{s) -~ Self-explanatory, except
as follows;:

(a) For an aircraft not under U.S, registry, insert in the

"Identification ©No." block the nationality and registra-
tion marks supplied by the country of registry or intended
registry and which are displayed on the alrcraft, For U,S,
registered aircraft, insert the identification marks as
assigned under FAR Part 47. Any questions concerning the
marking requirements of the ilmporting country should be
resolved between the exporter/importer and the civil air
authority of that country, *

4§0-605 O - 70 - 2
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(b) Under "FAA Spec. No." insert the pertinent specification
number or the type certificate data sheet number, which-
ever is applicable.

(c) Under operating time "since overhaul" and '"total," leave
blank for new products, For used aircraft, insert the
operating hours since the annual type inspection required
by FAR 21,329, and the total time in service., Since used
engines and propellers must have been newly overhauled,
under FAR 21,329(e), the operating time since overhaul
would reflect only run-in time as required to complete
the overhaul process.

(d) For aircraft, the engine blocks and, if applicable, the
- propeller blocks should also be completed. *

Item 6. Applicable to new aircraft, to used aircraft being
certificated for the first time, and to the operational flight
check of used aircraft following major repairs, modifications,
or alterations, as required by FAR 91,167,

Items 7 and 8, These items are self-explanatory; however, if

the "No"™ box is checked, explain the deviations in Item 10 and
attach the original or true copy of covering statements, obtained
from the civil air authority of the importing country, that the
product will be acceptable with the deviations listed on the
Export Certificate of Airworthiness.

Ttem 9., Although special corrosion and demage preventative
treatment for products being exported via overseas shipment
is not required by the regulation, this item provides a means
of officially documenting the status of such treatment as
required by the regulation., It is recommended that such
products always be appropriately treated for corrosion and
damage prevention.

Item 10 Remarks, This space is to be used to convey the infor-
mation required under items 7 and 8 and as additionally required
by the regulation. This space may also be used by the exporter
to convey any other infomation he feels is pertinent to facil-
itate issuance of the export airworthiness approval. Additional
sheets may be attached as necessary and appropriately cross-
referenced., 1In addition, list the documentation required by

the regulation to be submitted with the application, After
review by the FAA representative, those documents which are
required to be furnished to the importing country under FAR
21,335 will be returned to the applicant,
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Ttem 11 Exporter's Certification, This certification is to be
dated and signed in ink by the exporter. The name of the
person signing the application is to be typed or printed on
the form. If the person signing the application is the expor-
ter's representative, insert the representative's title in

the space provided,

PART

II - (For Class II products)

Items 12 through 15, are self explanatory.

Item 16 Parts are Eligible on: Insert the make and model

of the aircraft, engine, or propetler on which the Class II
products {parts) are eligible for installation, and the FAA
specifications or type certificate data sheets applicable to
such aircraft, engine, or propeller.

Item 17. Self-explanatory,

Item 18. This item provides for the description and listing
of the Class II products (parts) being exported. If the
quantity and variety of parts are too voluminous to list in
the space provided, check the first block and, on the line
provided, specifically identify (and attach) the exporter's
shipping document covering the parts concerned, Otherwise,
check the second block and list the parts in the space pro-
vided, 1In either case, if more than one type of Class II
product is involved, they are to be listed according to the
Class I product to which they pertain. Alsc list serial
numbers or equivalent means of identifying each physical pro-
duct,

Item 19, Exporter's Certification, This certification is to
be dated and signed in ink by the exporter., The name of the
person signing the applicaticn is to be typed or printed on
the form., If the person signing the application is the
exporter's representative, insert the representative's title
in the space provided.

FAR 21,329, Issue of Export Certificates of Airworthiness, FAA Form

8130-4, for Class I Products., Under the provisions of this Section, an

alrcraft of U.5, manufacture need not already possess a standard or
restricted airworthiness certificate, but it is required to meet the
requirements FOR such a certificate, as applicable, On the other hand,
an aircraft of foreign manufacture is required to possess a valid U.,S,
STANDARD airworthiness certificate issued under the provisions of

FAR 21.183(c).
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FAR 21,331 Issue of Airworthiness Approval Tags, FAA Form 8130-3, for
CLASS II Products. Among other things, Class II productg are required

to be identified by means of serial numbers or equivalent., This require-
ment is to provide for positive identification of each product covered

by the export airworthiness approval similar to that provided for Class I
products, This should be of benefit both to the exporter and the FAA
because, in the past, when complaints bave been received from foreign
countries, there was no way to determine, in some cases, whether the
parts in question were actually those covered by an export airworthiness
approval or had ever been issued such an approval.

FAR 21.335 Responsibilities of Exporters,

&, Regarding paragraph (e) of FAR 21,335, when title to a U.S8, regis-
tered and certificated sircraft passes to the foreign buyer, the
certificate cancellation request, the certification regarding re-
moval of the U,S5, markings, and the registration and airworthiness
certificates being returned for cancellation, should be transmitted
to the following address by the exporter:

Federal Aviation Administration
Aircraft Registration Branch, AC-250
Alrcraft Records Building, P,0, Box 1082
Oklahoma City, Oklahoma 73101

b. The act of showing that products meet the pertinent requirements,
as required by Sections 21,329, 21.331, and 21.333, carries with it
the responsibility for meking the products available to the FAA
representative for whatever inspection he considers necessary and
appropriate in each case, Normally, his inspection will consist of
a review of the application (when applicable), a review of all re-
lated documents, and an inspection of the finished product or
products to determine their eligibility, proper identification and
configuration, condition for safe operation, and compliance with
special requirements, (if any) of the importing country,

FAR 21,339 Special Export Airworthiness Approval for Aircraft, 1In the
case of aircraft exported under the provisions of FAR 21.339, when title
to the aircraft has passed to a foreign purchaser, the exporter should:

a, Ensure that all countries except the country in which the aircraft
is sold are deleted by use of ink or typewriter from the original
Export C of A which was carried in the aircraft,

b, Comply with FAR 21.335(e) (reference paragraph 7a of this Advisory
Circular).
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APPENDIX 1 - SAMPLE FORMS

UNITED STATES OF AMERICA Form opproved.

DEPARTMENT OF TRANSPORTATION - FEDERAL AVIATION ADMINISTRATION Budgat Bureau Ho, 04-RO05S
EXPORT CERTIFICATE NO.

Application for Export Centificate of Airworthiness

INSTRUCTIONS. =This application is to be submirted to an muthorized FAA representative (onc copy) when the productia) vo be
exported is {are) presented for inspection. Use Pare | for Class [ products and Parr Il for Clase 1I. For complete aircraft execure
itemn | thtough 1l as applicable. For engines and propellers, omit items 5A and 6. Pare [l is for FAA use only.

PART |

- APPLICATION 15 MADE FOR AN EXPORT CEATIFICATE OF AIRWORTHINESS TO COVER THE PRODUCTISIDESCRIBED BELOW, WHICH

18 (ARED: X wew [) usen (Atreraft) [ newLY OVERHAULED

2. NAME AND ADDRESS OF EXPORTER 3. NAME AND ADDRESS OF FOREIGN PURCNASER 4 COUNTRY OF DESTINATION
ABC Alrplane Corporation Tokyo Newa Service
Cleveland, Ohio Tokyo, Japan Japan

s. DESCRIPTION OF PRODUCT(S)

IDENTIFI- FAA OPERATING TIME (Houwrs)
TYPE MAKE AND MODEL CATION NO. SERIAL NUMBERS sec.No. [~ mey T o
ABC Alrplane Corp.
RACRAFT
- Model C-5 JA=VOX 2468 6A17 7.5
AIRECO 18976 E-88-8 10.5
& ENGINES Model I10-470-2 18978 9,2
Senhart Hub No.'s
c. PROPELLERS Hub model: SC-B82XK-Z 21375 P-99-9 7.5
Blade model; X8498C-2 21412 7.5

6. THE AIRCRAFT WAS GIVEN A SATISFACTORY FLIGHT TEST ON _Ap:_u‘_ZBﬂ }9&9 _
[}

7. DOES THE PRODUCT CAMPLY WITH ALL APPLICABLE FEDEAAL AVIATION REGULATIONS, AIRWORTNINESS DIRECTIVES, AND
__otmsn FAA REQUIREWENTS Cves R wo (Exploin In “Remarks™)
8. HAVE APPLICADLE SPEC/AL REQUIREMENTS OF THE IMFORTING COUNTRY BEEN COMPLIED WiTHT
X] ves {J vo (Explain in **Remarke"}
5. HAS PROFER PREVENTATIVE TREATMENT BEEN APPLIED TO PRODUCTS SUSCERTIBLE TG RAPID CORROSION WHEN BEING

Oves Owe  Not applicable. Fly-away delivery

0. REMARKS
The alrcraft described above complies with 81l applicable FAA requirements, except
that a temporary auxiliary fuel system has been installed for the delivery flight.

Documents required by FAR 21.327 as applicable, are provided herewith,

11. EXPORTER'S CERTIFICATION

The undetsigned cenifics that the above statements are teue and that the product(s) described herein is {are) airworthy and io
condition for safc operation except as may be noted under item 10 “"Remarks,'’ above.

%’Q Lle.
April 29, 1969 John D. Doe Sales Manager

{Dore} {Signoture of Applicant or Avthorized Representictiva) {Title)
FAA Form B130-1 ts-a0

Completed Application for Export Certificate of Airworthiness, FAA Form 8130-1
For Use with Class I Products
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PART Nl
12, APPLICATION IS MADE FOR APFROVAL OF AERONAUTICAL PARTS FOR EXPORY AS INDICATED DELOW:
T3, HAME AND AODRESS OF EXPORTER 4. HAWE ANOADDAESS OF FOREIGN PURCHASER | 18. COUNTRY OF OESTINATION
ABC Airplane Corp. Aviation Supplies Led, England
Cleveland, Ohio London, England
1s. PARTS ARE ELIGIBLE FOR {NSTALLATION ON _ABC Airplane Corp, Model C-5 6A17
TWioke ond Modal Cloas | Prodvet] {FAA Spae._No.]
17, THE PARTS ARE (chack onsh ENEW I HEWLY OVERHAULED

1. THE PARTS ARE DESCRIBED (check oneh

[0 By Mems, Part Humber, and Quentily on the aitachad invelce or Packing Shaet Ha.
Betow by News, Part Humber, und Quantity.

Name Part NMumber Quantity
Alleron P/N A-456-4 2
Elevator Assy. P/N A-789-2A 2

19. EXPORTER'S CERTIFICATION
I certify thav the foregoing etatements are true and that the pane described hereln are sitworthy and conkotm to FAA epproved design

dats,
7
i L2

Dote 7 {Signoture of Appfl'com or Authortzed Reprasentofive) Sﬂl&&—ﬂﬂﬁ_ﬁﬁj—t—.——
PART HI—APPROVAL (FOR FAA USE ONLY)

50, 17 15 CONSIDERED THAT THE PRODUCTIS] DESCRIBED IN it 18 TARE) KIRNORTHY AND CONF GRH(D)
TO PERTINENT REQUIREMENTS EXCEPT AS NOTED 1N ITEM 10, (ot forll

{Signature} {Number) {Dote)
Check Onu 3 omr ) OELEGATION OPTION MER. {0 raa insPECTOR
n, APPROVAL TAGS, FORMS FAA =186, WERE ISSUED FOR THE PARTS DESCRIBED IN PART I

(Quantity)
2. EXPORT PILE SPOT-CHECKED BY:

[FAA Topee g prcior] 0.3 5] ote]

Completed Application for Export Certificate of Airworthiness, FAA Form 8130-1,
(Reverse Side) for Use with Class II Products
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The Binired States of America
Beparement of Transportation
federal Aviation Administration Né:_30016
AWashingron, B.C.

Zxport Certificate of Airtoorthiness

S OIS 202 Lhe precdicct iclintifice detocer andd smere pravticularly dusoriled in Jpecifleation ) 'of
Lo Foctorad Aoicalion Aedininistrationy Nimbered  6ALT; TE6; and P-234
cornpochenssve and doloilsc asrcorhinass cods.of the Uniloct Sales Sovernrnond andis sn compdiance with

Mhese spociad reguirernents. of Bhe ssmporling cowndrgy filoct wnth Lo Unitea Hates Govornmend amcept
asmoteid betose.  Thiscorliffeat in .o way altesl 2o compliance with any agremendy on condracly beliveors
Lhowondor and purchader; mor decs il consdiliude aulborily lo shorale ar airoraf?

Poduct:  Alrplane

Engine Model:
AIRECO I0-470-Z

Monufsclurer:  pBe Adrplane Corp. Serial No.'s 18976 and 18978
Moded. -5 Propeller Model:
Senhart SC-82XK-Z
Horiab o 3468 hub with X8498C-2 blades
]
v R E’,,;,&,x.m/«/ D Hub Serial No.'s 21375 and 21412

OMJ‘W 0
g«m]ybm‘«%.ﬂy’l&r&d’ Japan
Cﬁrgﬁ/dmdf-' A temporary euxiliary fuel system has been installed in this afrcraft

in conformity with ABC Drawing AF-1 to facilitate its delivery flight. This
certiffcate {s valid when the temporary installation is removed.

n horization

e £ dimict
AA Delegation
of Auiherized K

J. R. Smith,

March 1, 1969 ABC Airplane Corp. (PC75)
E:h

Disirict Office we Disighor Number

+ For complete aireraft, Hat applicable specification or Type Certificate Data Sheet uumbcr%zr the asrcrafl, engine, and propeller.
Applicable apecifications or Type Certificale Dala Sheet, te, will have been forwarded lo the
appropriate governmental office of the tmporfing country.

FAA Form B130-4 [7-68) Formerly Form FAA 26 .0 SOYERNMENT FRINTING OFPICE : 1348 O —FIE-947

if ol allacked to this exporl cerls

Export Certificate of Airworthiness, FAA Form 8130-4,
Issued for Class I Products
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FAA FORM 01303 (3-50)
FORMERLY
PAA FORM D8

UNITED STATES OF AMERICA
DEPARTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

AIRWORTHINESS APPROVAL TAG

DESCRIPTION OF PARTS

NEW [] NEwLY OVERHAULED

APPROVAL BASIS

TC No. 6417

QUANTITY, NAME AND PART NUMBER

2 Ailerons P/N A-456-4

2 Elevator Assy's A-789-2A

ELIGIBLE FOR INSTALLATION ON: (T. G. PRODUCT)

ABG Airplane Model C-5

SEE SHIFPER'S INVQICE NUMBER

—ABC 048600

INSPECTED AND APPROVED

AGENCY NAME AND NUMBER

ABC Airplane Corp.

J..R, Smith

SIGNATU F FAA REPRESE TIVE
s L

"July 28, 1969 |™"BOK rc 75

AC 21- 2B
10/2 /69

Airworthiness Approval Tag, FAA Form 8130-3,

Issued for Class II Products
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APPENDIX 2 - SPECIAL REQUIREMENTS OF FOREIGN COUNTRIES

This appendix contains special requirements which have been stipulated

by a number of foreign governments as being applicable to aeronautical
Revisions
to this appendix will be made from time to time following receipt of

products imported into their countries from the United States,

1

2

officlial notification and documentation from the foreign governments

concerned.,

The following governments have filed their requirements with the Federal

Aviation Administration:

[~

Australia, Commonwealth of,.............. sreresrasesersanrs

-

.

INdi8,..ceueveovesencrnsusrrseannssassosncsennsssesarsascsnes

_ Wl M DM D RO

m, Mﬂlaysj.a, west-ao----noc'no-Orooooloo.oDoc.caoolool.laooloo“‘g
n,. NEtherlandS, Kingdom ofdooooooooocoolocl-lliooiDl.!lotaucooll'z
Q. NEtherlﬁndS Antillesllll-o..i..’...l!.‘llC.ODl‘li‘...lil0l046

[ =~
2 = & & w

u. South Africa, Republic of.......... . 3
V., SwWweden..sesrvnrrarrrrsanersarssas . )
w. Switzerland,....veeevenrerecrsacernoacnnnss cresesssrasaaans 58
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ARGENTINA, REPUELIC OF -~ SPECIAL REQUIREMENTS

In order to be eligible for certification by the Argentine Covernment,
Class I aeronautical products must be covered by export certificates
of ailrworthiness as provided for in Part 21 of the United States
Federal Aviation Regulations. Complete aircraft (new or used) to be
registered in the Argentine Republic will require the following
documents:

ae
b.

Ce

=

Export Certificate of Airworthiness, FAA Form 8130-4,

Record of aircraft and engines, including logbooks,

Copy of the Federal Aviation administration Approved Flight Manual,
if applicable.

Copy of the weight and balance report and equipment list,
Major Repair and Alteration Form, FAA Form 337, or equivalent, if

repairs and/or alterations have been accomplished on the exported
aircraft,

Class IL and Class 1II products shall be exported in accordance with the
provisions prescribed in Part 21 of the United States Federal Aviation
Regulations,
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AUSTRALIA, COMMONWEALTH OF --SPECIAL REQUIREMENTS

Aircraft, to be eligible for certificatlion in Australia, in addition to
the requirements prescribed in Part 21 of the United States Federal
Aviation Regulations, must be demonstrated to comply with the requirements
of the appropriate Section of Part 101 of the Air Navigation Orders

issued by the Director General of Civil Aviation in Australia, The
following guidance is offered:

a, A United States Export Certificate of Airworthiness for export to
Australia without exceptions will be considered as evidence that an
alrcraft complies with the requirements for the issue of an Austra-
lian Certificate of Airworthiness provided the Export Certificate
has been issued for no longer than 90 days or 50 operating hours.

b. The appropriate Section of the Australian Air Navigation Orders
Part 101 will be that appropriate to the category of certification
required and the class of aircraft concerned, The Section against
which the aircraft has been demonstrated to comply should be
endorsed on the Export Certificate of Airworthiness. *

c. Aircraft may be issued with Australian certificates of airworthiness
in one or more of the following categories:
(1) Transport;
(2) Normal;
(3) Utility;
(4) Acrobatic;
(5) Agricultural;
(6) Developmental; and
(7) Special,

d. The Sections of Air Navigation Orders Part 101 relevant to civil
aircraft constructed in the United States of America, its territories
and possessions; and exported to Australia are:

(1) Transport Category,

(a) A.N.0. Section 101.4, "Imported Aeroplanes Not Above
12,500 1b, in the Tramsport Category."

{(b) A.N.0. Section 101,6, "Imported Turbine Aeroplanes Above
12,500 1b, Designed to CAR and FAR,"

{c} A.N.O0, Section 101.8, "Imported Piston Aeroplanes Above
12,500 1b. Designed to CAR and FAR,"

410-605 0 -0 -3
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(d) A.N,0, Section 101.10, "Imported Rotorcraft Designed to
CAR and FAR in the Transport Category.,"

(2) Normal, Utility, and Acrobatic Categories,

(a) A.,N.0, Section 101,22, "Imported Aeroplanes in the Normal,
Utility and Acrobatic Categories."

(3) Agricultural Category. A.N,0. Section 101.17, "Imported
Aeroplanes Not Above 12,500 1b, in the Agricultural Category."

(4) Developmental Category. A,N.0, Section 101.31, "Developmental
Aircrafc,”

(5) There are other Sections of Air Navigation Orders relating to
aircraft designed against the British Civil Airworthiness
Requirements, while the requirements for the Special Catepgory
are advised as special conditioms to suit individual cases not
provided for in the other categories,

Ailrcraft certificated in the United States only in the Restricted
Category normally will be eligible for export to and certification
in Australia only in the agricultural category in accordance with
Section 101.17 of the Air Navigation Orders. Aircraft certificated
in the United States only in the Limited Category will not normally
be eligible for certification in Australia.

The procedures to be followed for the issue of an Australian certifi-
cate of airworthiness are specified in the Australian Air Navigation
Orders Section 100.2,

Copies of Air Navigation Orders may be perused at the various regio-
nal offices of the Federal Aviation Administration or at the office
of the Civil Air Attache, Embassy of Australia, 1601 Massachusetts
Avenue N, W,, Washington, D, C, 20036, or may be obtained by mail
from The Director General, Department of Civil Aviation, Box 1839Q,
G.P.0,, Melbourne, Vic, 3001, Australia.

An Export Certificate of Airworthiness, for export to Australia, in
accordance with the requirements prescribed in Part 21 of the Federal
Aviation Regulations may be issued when it has been demonstrated to the
responsible region of the FAA that the aircraft complies with the require-
ments of the appropriate Section of Part 101 of Air Navigation Orders,
Alternatively, such an Export Certificate of Airworthiness may be issued
when it has been demonstrated to the Department of Civil Aviation that the
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aircraft complies with the appropriate Section of Part 101 of Alr
Navigation Orders and ‘the Director General of Civil Aviation has advised
the responsible region of the FAA in writing of its acceptance of the
aircraft, The following guidance is offered:

a, Export airworthiness approval of aircraft located outside the
United States of America, its territories or possessions will be
subject to the provisions of subparagraph (b)(2), Section 21,325,
Part 21, of the Federal Aviation Regulations.

b. Compliance with the requirements of Air Navigation Orders may be
demonstrated to an authorized officer or officers of the Australian
Department of Civil Aviation. These officers will normally visit the
United States to assess compliance only in the case of transport
category alrcraft of maximum take-off weight greater than 12,500 1b,

In some circumstances it may be impossible or undesirable to show that an
aircraft complies with all thé€ requirements of the appropriate Section of
Part 101 of Air Navigation Orders until the aircraft arrives in Australia,
Similarly it may be more appropriate that modification to achieve compli-
ance with the Air Navigation Orders be deferred until the aircraft arrives
in Australia, In these circumstances an Export Certificate of Airworthi-
ness for export to Australia may be issued in accordance with the require-
ments prescribed in Part 21 of the Federal Aviation Regulations when it
has been demonstrated to the responsible region of the FAA that the air-
craft complies with such of the requirements of the appropriate Section
of Part 101 of the Air Navigation Orders as are desired and the require-
ments not complied with are clearly established. The Export Certificate
of Airworthiness will be endorsed with those exceptions and with the
applicable Section of Air Navigation Orders Part 101 against which the
demonstration has been made, The following guidance is offered: *

a, Circumstances in which it may not be possible to demonstrate compli-
ance with the requirements before export include the following:

(1) Those where interpretations or assessments have to be given by
the Department of Civil Aviation and where an authorized officer
is not available in the U,S, to perform these functions; and

(2) Those where demonstrations of radio communication/navigation and
other electronic equipment need to be given using Australian
ground aids.

b, There are some circumstances where compliance can only be demonstrated
or modification can only be performed@ by the manufacturer in which
cases the applicant should note the possibility of difficulties deve-
loping later, should he proceed without that compliance, *
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c. In the circumstances concerned, the U,S8, Export Certificate of Air-
worthiness, if it has been issued for no longer than 90 days or 50
operating hours, will be validated, if so requested, to permit the
aircraft to be flown to Australia., An Australian Certificate of
Airworthiness will be issued for the aircraft only when it has been
demonstrated to the Department of Civil Aviation that the previously
unfulfilled requirements have been complied with or agreement has
been reached with the Australian applicant as to a program of compl-
iance, %

In some cases it may not be possible, before export of an aircraft to
Australia, to provide all the documents and data required by the relevant
Section of Part 101 of Air Navigation Orders, 1In these cases an Export
Certificate of Airworthiness for export to Australia may be issued in
accordance with the requirements prescribed in Part 21 of the Federal
Aviation Regulations when as many of the documents and data as possible
are supplied to the responsible region of the FAA and documents and data
not supplied are clearly defined. The Export Certificate of Airworthiness
will be endorsed with those exceptions and with the applicable Section

of Air Navigation Orders, Part 101 against which the supply of documents
and data has been assessed, The following guidance 1s offered: *

a. The documents and data required, by the Air Navigation Orders, to be
supplied to the Director General of Civil Aviation, include data on
each aircraft as well as on the aircraft type, These latter docu-
ments are only required when the aircraft is the first of its type
to be lmported into Australia., Subsequent aircraft of the same type
and model are only required to be supported by documents appropriate
to the individual aircraft,

b. The vendor or exporter should obtain advice from the purchaser (on
the basis of information furnished to the purchaser by the Australian
Department of Civil Aviation), or from a representative of the Depart-
ment of Civil Aviation, as to whether an aircraft is the first of its
type or model to be imported into Australia,

¢. Practically all of the documents and data concerned can only be
supplied by the manufacturer and therefore, the applicant should
note the possibility of difficulties developing later should he
proceed without that material,

d. In the circumstances concerned, the United States Export Certificate
of Airworthiness may be validated, if so requested, to permit the
aircraft to be flown to Australia, An Australian Certificate of
Alrworthiness will be issued for the aircraft only when the remain-
ing documents and data have been supplied to the Department of Civil
Aviation or agreement has been reached with the Australian applicant
as to a program for supply of the material. *
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5. Alrcraft engines and propellers which are exported to Australia as
spares, i.e., not as parts of a particular aircraft, to be eligible for
use on Australian aircraft must comply with the type design, must be new
or newly overhauled as defined in Part 21 of the United States FARe and
must have a log book. In addition, such engines and propellers are
required to conform with modifications and specified manufacturers'
service documents which are made mandatory by Air Navigation Orders.

The following guidance is offered:

a. A United States Export Certificate of Airworthiness for export to
Australia will be considered as evidence that an aircraft engine or
propeller conforms with the type design and is either new or newly
overhauled,

b. Engines and propellers need not incorporate modifications or manu-
facturers' service documents made mandatory by the Director-General
prior to export to Australia, However, since it may be difficult
to determine in Australia whether the product complies with the
mandatory documents, information as to the modification status of a
product would be of help to the Australian user., An appropriate
statement either in a log book or separately issued by the person
or organization issuing the United States Export Certificate of
Airworthiness will be considered as evidence of the modification
status.,

6. Class II and Class III products which are exported to Australia as
spares, i.e., not as parts of a particular aircraft, to be eligible for use
on Australian aircraft must conform with the type design and must be new
or newly overhauled as defined in Part 21 of the United States FARs., In
addition, such products are required to conform with modifications and
specified manufacturers' service documents which are made mandatory by
Air Navigation Orders. The following guidance is offered:

a. An Airworthiness Approval Tag, FAA Form 8130-3, issued in accordance
with the requirements of Part 21 of the United States FARs will be
considered as evidence that the products conform with the type design
and are either new or newly overhauled.

b. Products need not incorporate modification or manufacturers' service
documents made mandatory by the Director General prior to export to
Australia, However, since it may be difficult to determine in
Australia whether the product complies with the mandatory documents,
information as to the modification status of a product would be of
help to the Australian user, A statement by the person issuing the
airworthiness approval tag will be considered as evidence of the
modification status of the products.
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BRAZIL, REPUBLIC OF THE UNITED STATES OF - SPECIAL REQUIREMENTS

To be eligible for registration and airworthiness certification by the
Government of Brazil, Class I, II, and III products will be processed in
accordance with the instructions contained in paragraphs a., b., and

C.y below,

a.

Ce

The manufacturer or supplier must hold oxr obtain one or more of the
following FAA approvals, unless otherwise approved by a Brazilian
Governmental agency, e.g., Brazilian Air Force, etc.:

(1) A current valid FAA production certificate for the product
involved, as outlined in Federal Aviation Regulations Part 2l.

(2) An FAA Approved Production Inspection System (FAA-APIS), as
provided in Federal Aviation Regulations Part 21, Subpart F.

(3) An FAA replacement and modification parts manufacturer approval
(FAA-PMA) as provided in Federal Aviation Regulations Part 21,
Subpart K. In this case, parts, containers, and invoices will
bear evidence of the manufacturer®s name, address, the part
number registered trademark, when described in FAA approval
letter, and the symbol "FAA-FMA."

(4) Technical Standard Order (TSO) letter of acceptance, or
authorization issued by the FAA per Federal Aviation Regulations
Part 37.

Reconditioned, used, or surplus parts, must be accompanied by a
certification statement signed by an FAA certified repair station
holding a currently valid certificate, or by a certified aircraft

and powerplant mechanic, as provided for under FAR Parts 145 and

65, respectively. The return to service maintenance records required
by Federal Aviation Regulations 43 shall accompany the parts.

NOTE: The provisions of the above paragraphs are not applicable to
standard parts (such as nuts and bolts) conforming to estab-
lished industry or Government specifications, e.g., Standard
Alrcraft Equipment (SAE), and Military Specifications (MIL
SPQCQ) .

In all instances, suppliexs must certify on the face of their invoice
that the product involved was manufactured under one or more of the
above procedures; i.e., FAA PC No, ; FAA~APIS letter dated H
FAA-PMA letter dated ; T80 No. ; SAE No, ; MIL Spec,

; other Government or Industry Specifications .
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CANADA -~ SPECIAL REQUIREMENTS

1. Alrcraft, to be eligible for export to Canada, in addition to requirements
prescribed in Part 21 of the United States Federal Aviation Regulations,
must comply with applicable special requirements prescribed below. It
should be noted that the Department of Transport will accept for certifica-
tion in Canada only those aircraft which are eligible for U,.S. certification
as "standard" aircraft. This excludes "restricted," "limited,’” and "experi-
mental" aircraft, except on an individual basis, after referral to the
Canadian DOT,

NOTE: USED AIRCRAFT imported from the United States without an
Export Certificate of Airworthiness may obtain a Canadian
Certificate of Airworthiness when the requirements of
Part I, Chapter II, paragraph 2.9 of the Canadian Department
of Transport Engineering Manual have been complied with. *

a. An alrcraft exported to Canada, except as indicated in paragraph b,
below, shall not have been flown for any purpose other than that
required to accomplish the manufacturer's production flight test, and
such time as may be involved in effecting delivery £flights.

b. USED AIRCRAFT may be exported to Canada, provided that such aircraft
comply with the export certification standards and requirements in
Part 21 of the United States FARs, are certificated in the "standard
classification," and provided such aircraft are accompanled by current
historical records or logbooks applying to the ailrcraft and engine(s).
This will include surplus military ailrcraft which have been investigated
and type certificated by the FAA, for which a covering FAA aircraft
specification or type certificate data sheet has been issued. %

¢. At least one portable fire extingulsher of an approved type, accessible
to the pilot and to the copilot, will be installed in each aircraft
exported to Canada.

d. For skiplanes designed to requirements other than those contained in
FAR 23 (excluding skiplanes which have been designed to the Canadian
ski gear requirements), the structure should be designed for a limit
torque load of .667W or the supplementary skiplane conditions specified
in FAR 23. In using the torque load condition of .667W, the ultimate
factor of safety shall be 1.5.

e. An export certificate of airworthiness will be required by the Canadian
Government in connection with any Class I product which is exported from
the U.S. to Canada. Class II and Class III products exported to Canada
will be processed in accordance with the provisions contained in Part 21
of the United States FARs. *

f. Export certificates of alrworthiness, with pertinent data attached, whether
issued to cover a complete aircraft, engine, propeller, or other Class I
product, will be forwarded by the exporter direct to the Regional
Director having surveillance over the Region in which the Canadian
purchager resides., In order that the exporter may comply with this
requirement with respect to any Class I product which is shipped to its
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destination, the Canadian purchaser will inform the exporter regarding
the specific region in which he resides, concurrent with the conclu-
sion of the purchase contract. Additional requirements relating to

an aircrait which is delivered via flyaway to its destination are
contained in paragraphs g, and h, below. The complete addresses of
the six Regional Offices of the Canadian Department of Transport
(CDOT) are listed at the conclusion of these requirements.

g. In addition to the data forwarded to the Regional Office (Regional
Director, Air Services), the following material should accompany the
aircraft, or otherwise be delivered to the Canadian purchaser:

(1) One copy of the weight and balance report.

(2) One copy of each of the aircraft flight manual, operating manual,
repair and overhaul manual, maintena&nce and gservice manual, load-
ing chart, and service bulletins, when such material would be
required and furnished if the aircraft in question were certifi-
cated in the stapdard category as an aircraft of U.S. registry.
when the first 3/ aircraft of a model is exported into Canada, it
is required that the manufacturer supply the CDOT with eight
copies of the pertinent manuals and service bulletins.

(3) One copy of the manufacturer's production flight test report with
respect to new aircraft which are exported by the manufacturer,

(4} Evidence of transfer of title to the foreign purchaser from the
last U.S, recorded owner, or the exporter,

h, Prior to departure from the exporter's base, an aircraft which is
being exported to Canada via flyaway shall display Canadian nation-
ality and registration merkings, and shall have installed therein a
temporary Canadian certificate of registration and airworthiness, and
a letter of authority to cover the use of radio, 1f installed, valid
for the delivery flight involved.

2, The Canadian nationality and registration markings, the certificates of
registration and airworthiness, and the letter authorizing the use of a
radio will be obtained by the Canadian purchaser from the Regional
Director, Alr Services, of the reglon in which he regides. To obtain
these, the Canadian purchaser will advise the Regional Director involved
regarding the name and address of the vendor (exporter), and regarding
the make, model, and serial number of the aircraft being purchased, and
wvhether & radio is installed in the aircraft. The Canadian purchaser or
the Regional Office involved will advise the United States exporter of the

1/When in doubt as to whether an aircraft is the first of a model, contact
the air authority of the importing country.



AC 21-2B Appendix 2
10/2/69 Page 11

3.

Se

registration number assigned and of the address of the Regional Office
having made the assignment, in order that the exporter may forward to
the appropriate Regional Office advance telegraphic advice regarding
the issuance of an export airworthiness certificate as provided for in
paragraph 5 below,

It will be the responsibility of the Canadian purchaser to determine that
the Canadian identification wmarkings are properly displayed upon the
aircraft prior to departure from the exporter's base and to determine
that the temporary Canadian certificates and the radio operator's letter
of authority, when pertinent, are installed and carried in the aircraft
during the delivery flight.

The issuance of an export certificate of airworthiness to cover an
aircraft is not contingent upon the issuance or display of Canadian
nationality and registration markings, nor is it contingent upon the
availability of temporary Canadian certificates of registration and
airworthiness, nor of the letter of authority authorizing the use of
radio,

The Canadian Government has requested that the Regional Pirector, Air
Services, of the region in which the Canadian purchaser resides shall be
advised by wire with respect to the lssuance of an export certificate

of airworthiness to cover an aircraft being exported via flyaway to
Canada., A copy of this wire shall be mailed to the Controller of Civil
Aviation, Department of Transport, Ottawa, Canada,

a, The following is a typical example of a wire which would be
appropriate:
REGIONAL DIRECTOR, ONTARIO AIR SERVICES REGION
DEPARTMENT OF TRANSPORT TORONTO-DOMINION CENTRE
KING STREET WEST
TORONTO 1, ONTARIO

EXPORT CERTIFICATE OF AIRWORTHINESS E-,.... COVERING

(Make and model

SERIAL NUMBER ASSIGNED CANADIAN IDENTIFICATION
aircraft)
MARKINGS PURCHASED BY
{Name and address of Canadian
BEING PREPARED,
purchaser)
JOHN DOE
FAA INSPECTOR
(or)
JOHN DOE
IMIR NO, 6666
(or)
JOHN DOE

FAA DELEGATION OPTION MANUFACTURER
(NAME OF COMPANY)
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The responsibility for sending these wires and any expense involved
lies with the exporter., They may be prepared and signed by the FAA
inspector, designee, or other authorlzed representative responsible
for issuing the export certificate of airworthiness, or they may be
signed by an FAA representative in the Regional Office for trans-
mittal to the appropriate Canadian Department of Transport Regional
Office by the exporter. The dispatcher's signature will be affixed
above his typed name, and authority for preparing and dispatching
these wires will be indicated as in the examples cited previously.
A signed copy of this wire will be carried in the aircraft during
delivery flights as evidence that the Canadian Government (Regional
Director's Office and the Controller of Civil Aviation, Ottawa) has
been given advance notification regarding the issuance of a covering
export certificate of airworthiness. The copy of this wire which is
carried in the aircraft will be delivered to the foreign purchaser
upon completion of delivery flights.

Listed below are the addresses and the geographical boundaries of the
six Regional Offices of the Canadian Department of Transport referred
to ahove:

a.

b.

Ce

!éﬁCOUVEg, BRITISH COLUMBIA

Regional Director, Pacific Air Services Region

Department of Transport

739 West Hastings St.

Vancouver 1, British Columbia

NOTE: (British Columbia, excluding the area north and east of a line
ten miles west of the Alaska Highway.)

EDMONTON, ALBERTA

Regional Director, Western Alr Services Region
Department of Transport

Federal Building

9820-107th Street

‘Edmonton, Alberta

NOTE: (Alberta, the Northwest Territories west of the 110th
meridian, Yukon Territory and that part of British Columbia
north and east of a line ten miles west of the Alaska Highway
including Decase Lake, B.C,)

WINNIPEG, MANITOBA
Regional Director, Central Air Services Region

Department of Transport
Gggeral Post O icepBuilding

%ggn§§3§aT,A§§3 %oba

NOTE: (Manitoba, Saskatchewan, Western Ontario as far east as the
88th meridian and the Northwest Territories lying to the north,
more particularly described as follows: that part of Canada
lying within the 110th meridian, the Canada-United States
boxrder from the 110th meridian to the 88th meridian thence
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north to the 60th parallel of latitude, thence east to the
80th meridian and north to the 80th meridian but not including
any part of Mansel Island.)

d. TORONTO, ONTARIO
Regional Director, Ontario Air Services Region
Department of Transport
P. 0. Box 7, Toronto-Dominion Centre
King Street West
Toronto 1, Ontario
NOTE: (Ontario as far west as the 88th meridian.)

e. MONTREAL, QUEBEC

Regional Director, Quebec Air Services Region

Department of Transport

Regional Administration Building

Montreal International Airport

Dorval, P.Q.

NOTE: (Quebec, including Labrador and those parts of the Northwest
Territories to the north and east of the Winnipeg Region, not
including the Magdalen Island.)

£, MONCTON, NEW BRUNSWICK
Regional Director, Atlantic Air Services Regilon
Department of Transport
P. 0. Box 42
1081 Main Street
Moncton, New Brunswick
NOTE: (New Brunswick, Nova Scotia, Prince Edward Island,
Newfoundland, and the Magdalen Island, Quebec.)
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FRANCE, REPUBLIC OF ~ SPECIAL REQUJIREMENTS

Introduction, Effective October 12, 1968, to be eligible for a French
standard airworthiness certificate an aircraft imported into France must
be of a type which has been issued a French type certificate for import,
except as provided in paragraph 2a(2) of these special requirements, In
addition, U.S. manufactured aircraft must meet the export rules in
Federal Aviation Regulations (FAR) Part 21, Subpart L. The requirements
for issuance of French type certificates are contained in a document
"Conditions de Navigabilité des Adronefs Civile =~ Arr8té of September
1967," (for convenience, referred to hereinafter as the "CNAC") and in
French Circular No, 5403 DTA/M, S.G.A.C. dated November 13, 1968, Other
French documents and circulars also apply, as referred to in the text
that follows. Copies of French documents and circulars can be obtained
from the Ministry of Tramsportation, Secretariat General of Civil
Aviation, Direction des Transports Aériens, 93, Boulevard du Montparnasse,
Paris 6, France, Since a French type certificate for import is a
prerequisite to Issuance of a French airworthiness certificate, these
special requirements include an outline of the general requirements for
obtaining such type certificates,

Requirements for Issuance of French Alrworthiness Certificates and Permits,

a. Standard Alrworthiness Certificates,

(1) Except as provided in paragraph 2a(2), a U.S., Export Certificate
of Alrworthiness, FAA Form 8130-4, may be exchanged against a
French alrworthiness certificate only if the following require-
ments have been met,

(a) The aircraft type must have a French type certificate for
import.

(b) The requirements of Article 11B of the CNAC must be
complied with.

(2) If a French standard airworthiness certificate was issued prior
to October 12, 1968, for at least one aircraft of a particular
type, then aircraft of that type may continue to be issued
French standard airworthiness certificates on the basis of
equivalency with the U,S5, export certificate of airworthiness,
even though the particular model involved may not have been
issued a French type certificate for import. French airworthi-
negs certificates are issued under these conditions subject to
compliance with other requirements of the CNAC (reference CNAC
Article 5, paragraph 2).
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NOTE: An aircraft having major changes which required approval
under Federal Aviation Regulations (FAR) Part 21, Section
21.97 and/or FAR Part 21, Subpart E is not eligible to
obtain a French airworthiness certificate under the pro-
vislons of paragraph 2a(2), even though an aircraft of the
same model may have been issued a French airworthiness
certificate prior to October 12, 1968. In order to obtain
a French standard airworthiness certificate, the applicant
must comply with the procedures outlined under paragraph
2a(l). A French type certificate for import or an
extengion of a type certificate for import will be issued
each time that the FAA issues a new type certificate or an
STC for a model based on a model previously imported,

Special Airworthiness Certificates. A French special airworthiness

certificate may be issued to an aircraft of a model for which appli-~
cation has been made for a French type certificate for import, in order
to facilitate its use under the conditions spelled out in Article 5,
paragraph 2B of the CNAC, provided that the Secretariat General of
Aviation Civil (S.G.A.C.,) is familiar with the model, In addition,

the procedure required for issuance of special airworthiness certifi-
cates will be applied in the case of aircraft in the restricted
category.

Permit. A permit may be issued by the 5.G.A.C, to an aircraft which
has provisional French registration markings, only to permit the
ferrying and tests necessary for aircraft type certification., Normally,
the 5.G,A.C, will not authorize any private utilization and the permit
may, basically, be renewed only for a total period of time not to
exceed one year (reference CNAC Articles 13 and 19, and Article 5,
paragraph 3).

Requirements for Issuance of French Type Certificetes for Import for U.S.

a,

Manufactured Aircraft.

Applicant,

(1) The applicant for a French type certificate for import must be
the person responsible for maintaining the level of ailrworthiness
for the aircraft., Generally such person would be the manufacturer
who originally obtained, and who holds the U,S. type certificate,
If the U.S. type certificate has been transferred by the original
holder, the new hoider (applicant) must be capable of, and
responsible for maintaining the level of airworthiness.

(2) 1In exceptional cases, it is possible to accept an application for
a Prench type certificate for import from a person who is not the
U.8, type certificate holder, provided that the applicant furnishes
proof that he has been duly authorized to take over complete
responsibility for the type certificate under the licensing
provisions of Federal Aviation Regulations Part 21, Section 21.47.
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Documents. The required documents are specified in Article 11 of the
CNAC and under paragraph 5 of these special requirements.

Special Conditions. A U.S. applicant for & French type certificate
for import must shaow compliance with the applicable FARs, plus any
special ‘conditions imposed by the 5,G.A.C, Three types of special
conditions are outlined in paragraphs 3c(l), (2), and (3). The
primary purpose of the special conditions is to guarantee an air-
worthiness level equivalent to that of aircraft built and certified
in France.

(1) Administrative Special Conditions.

(a) Llanguage. The documents which the §,G.A.C, requires to be
furnished may be in English except for the following, which
must be provided in French:

Ji=

The type certificate (T,C,), data sheet;

[

The flight manual; and

jw

The proposed maintenance guide,

NOTE: The S.G,A.C, will verify the translations of these
documents and must approve the TC data sheet and
the flight manual,

(b} Document Format, The T.C, data sheet, flight manual, and
proposed maintenance guide must be prepared in accordance
with the formats specified in the following:

1l T.C, Data Sheet, The SGAC will accept a simple translation

into French of the TC data sheets approved by the FAA,

2 Flight Manual, The flight manual in French, which must
be carried in each aircraft imported into France, must
be either a simple translation of the FAA approved flight
manual when one exists, or if a flight manual does not
exist, a similar document must be established for the
purpose of import into France and must contain the
following sections:

Limitations.
Normal Operations
Emergency Operations,

Performance (Limited to only the approved performance
c?nforming to the requirements of the applicable
airworthiness FAR part.)

1= L L D
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3 Proposed Maintenance Guide, It is recommended that the

proposed malntenance guide correspond to the instructions
of the GENERAL DEFINITION OF "ROUTINE MAINTENANCE"
INSPECTION of the Bureau Veritas, copies of which are
avalilable from any FAA Regional Office, Engineering and
Manufacturing Branch (Aircraft Engineering bivision (AED)
in the Western Region).

{¢) Units of Measurement, Alrcraft instruments must be
graduated in terms of legal or accepted French units;
however, where other units are used in accordance with
strongly established aercnautical practice, and if fallure
to comply with this practice would reduce aircraft safety,
then such units may be accepted and must be used in the
manuals, If illegal or unaccepted units are used, the
manuals must contain conversion tables, The following chart
outlines legal and acceptable units of measurement.

Legal Units Units Allowed in Aeronautics
Measgure Name Symbol Name iSymbol
Length Meter¥® m Nautical Mile M
Area Square Meter¥® m2 -
Volume Cublc Meter® m3 -
Liter¥ 1 -
Angles Degree® o] -
Mass Kilo* kg -
Time second, minute, hour 8 -
m -
h -
Frequency Hertz* (1 cycle per
second) Hz -
Speed Meter per second n/s Feet per minute | f£t/mn
Kilometer per hour ka/hl Knots Kts
Acceleration Meter per second squard m/s? -
Temperature Kelvin degree ox -
Centigrade o¢ 1 -
Work Joule* J -
Power Watt¥® W -
Pressure (bar) -
Presgsure Millibar mb -

% With decimal multiples and sub-multiples.,

NOTE: Electrical units: Ampere, Volt, Ohm -- International System.
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(2) General Technical Special Conditions. These special conditions
would be required as a result of differences between the French
regulations and the U,S. Federal Aviation Regulations.

(3) Specifi. Technical Special Conditions., These conditions would

pertain to any possible unusual characteristics in the design,
construction, or operation of the aircraft under consideration,

4, How to Get a French Type Certificate for Import. 1In the following
procedures, any of the required documents and data which would normally
be approved by the FAA for issuance of U.S5, type certificates must also
be FAA approved for issuance of French type certificates for import.

&. General,

(1) The French require that the application be submitted to the
pertinent government agency. Insofar as the FAA is concerned,
this means that the application must be submitted to the FAA
reglional office of the region in which the applicant is located,
Attention: Chief, Engineering and Manufacturing Branch {AED) in
the Western Region), who will transmit the application to the
S.6.,A.C, (An example of a standard application form is repro=-
duced under paragraph 6 of these special requirements.) A
statement including the following information, and signed by the
Chief of the Engineering and Manufacturing Branch ((AED) in the
Western Region), should be provided the 5.G.A.C. with the
application:

(a) The FAR upon which the issuance of the U.S, type certificate
is based;

(b) 1If applicable, a copy of the complete text of each special
condition imposed by the FAA in connection with issuance of
the type certificate; and

(¢) If applicable, a copy of the complete text of each
exemption which may have been granted,

(2) The manufacturer should provide the S.G.A,C, with all of the
officially requested documents (reference paragraph 5).

(3) PFollowing compliance with preceding paragraphs 4a(l) and 4a(2), the
5.G.A.C. will transmit to the FAA Washington Office (FS-100) the
speclal conditions as provided for under paragraph 3¢, with a
copy to the appropriate FAA regional office and a copy to the
applicant.,
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5.

b.

{(4) The alrcraft would be considered eligible for a French Type
Certificate for Import when the FAA certifies to the §8.G.A.C.
that the aircraft type meets the French speclal conditions and
the Federal Aviation Regulations upon which issuance of the U,S.
type certificate is based. This certification does not preclude
speclal requests which the §,G.A,C. might subsequently submit in
order to make certain in-flight checks and/or certain technolog=
ical inspections on its own.

Special Procedures for Delegation Option Manufacturers, Manufacturers
holding a delegation option authorization, issued under FAR Part 21,
Subpart J, must comply with the general provisions of paragraph 4a,
except as follows:

(1) Applications for a French type certificate for import may be
submitted directly to the S.G.A.C., with a copy to the FAA
regional office. The manufacturer should state in his applica-
tion that he holds an FAA delegation optlon authorization,
giving the date of issue, FAA region which issued the authoriza-
tion, and the number assigned., The French type certificate for
import, when issued, will be addressed directly to the
manufacturer, with a copy to the regional office,

(2) The S5.G.A.C, will accept statements, certifications, and
issuances that are within the scope of FAR Part 21, Subpart J,
provided that:

(a) Pertinent documents are signed by personnel approved by the
FAA (reference FAR Part 21, Section 21,235(b)); and,

(b} The manufacturer furnishes a list of authorized signatures
to the S.G.A.C, and maintains the list in a current
condition,

The following documents are normally required for obtailning French type
and airworthiness certificates.

Type Certificate for Import.

(1) A copy of the U.S, type certificate for the aircraft type.
(2) A copy of the T.C. Data Sheet.

{3) Summary of flight test reports for aircraft type certification.
The characteristic data furnished must substantiate operation
within a reasonable range of weights, altitudes, and atmospheric
conditions.
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(4)

(5)
(6)

(7

8

(9)

(10)

Q1)
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Summary of statlc test reports relative to the principal
structural elements, specifically giving the loads, the
dimensions, the stresses, and the safety margins, or a summary
of complete static tests performed prior to issuance of the U.S,
type certificate.

Summary of vibration test reports.

Complete index of reports and notes prepared for U.S. type
certification of the aircraft, including systems.

A statement by an authorized representative of the manufacturer
(applicant) that the Bureau Véritas, 31, rue Henri Rochefort,
Paris 1l7éme, France, acting for the S.G.A.C., will systematically
be furnished will all pertinent information, notification of
modifications, service bulletins, etc., and notification of any
change in such documents, to guarantee the maintenance of an
acceptable airworthiness level for the aircraft.

A separate parts catalog for the aircraft, the engine(s), the
propeller(s), and the principal accessories and other equipment
items.,

A list of speclal imstallations and equipment necessary for the
inspection and maintenance of the aireraft, its engire(s),
propeller(s), and principal accessories and other equipment
items, together with:

(a) A list of permissgable tolerance limita,

(b) A statement of the nature and periodicity of maintenance
inspections,

(¢) Complete information on lubricating, fuel, and hydraulic
circuits,

Two coples of information necessary for the assembly of the
aircraft, if the aircraft is of a type which will be exported
unassembled and without having had a production £light test.

The following manuals for the aircraft, the engine(s), the
propellexr(s), and accessories:

(a) Flight manual (two copies).

(b) Maintenance manual (two copies).
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b.

The documents listed in paragraph 3c(l)(a)2 and 3, as well as the *
foliowing documents, will be required for each individual NEW aircraft
imported into France.

(1) One copy of a llst of radio and electrical equipment items,
with their characteristics and their operating instructions.
These equipment items must conform to the applicable categories
for which there are French certification requirements,

(2) One copy of the production flight test report for the aircraft
involved, including a copy of the flight test checklist
utilized when testing the aircraft,

(3) A U.S, Export Certificate of Airworthiness, FAA Form 8130-4,
for the aircraft.

(4) A weight and balance record containing a complete inventory of
all equipment and instruments.

(5) A list of modifications that have been incorporated, at least
those covered by service bulletins, except that, if the
manufacturer's information distribution system has been found
satigfactory by the 5.G.A.C., submittal of such & list is not
required.

For an individual, USED aircraft, the following documents must be
furnished in addition to those specified under paragraph 5b:

(1) A summary of modifications, including:
(a) A summary of mandatory changes made,

(b) A list of modifications recommended by the manufacturer
(service bulletins, etc.),

(¢) A list and description of modifications made by the
previous owners,

(2) A summary and date of past maintenance inspections and the
operating hours since the last inspection of each type.
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6. Example of Standard Application Form for a French Type Certificate for
lmport.

1. a. Application for Type Certificate for Import: T

b. Application for Extension of Type Certificate for
Import. (Type Certificate No, ):

2, Name of Applicant:

3. Status of applicant with respect to aircraft to be certificated:
Original Manufacturer: [ ] Licensee: 7

4, Applicant's Complete Address:

5. Address of Production Plant:

6. Aircraft Description:
Make :

Model:

7. Descriptive Documents {enclose copies with application):
a., FAA Type Certificate No.
b. FAA Type Certificate Data Sheet dated

8. FAA Type Certification Basis (FAR):

9. Date:

10. Applicant's Title and Signature:
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INDIA -~ SPECIAL REGQUIREMENTS

1. When an aircraft/engine/component exported to India is the first of a
model, the manufacturer must supply to the Director General of Civil
Avigtion the following documents and subsequent revisions:

a. Coples of type certification documents and relevant drawings,
specification etc,

b. Two sets of maintenance manuals.

c. Two sets of overhaul/shop manuals.

d. Two sets of engine operations manuals.

e. One set of flight manuals, if applicable.
f, One set of repalr manuals.

g. Two sets of Service Bulletins and subsequent new issues in addition
to revisions.

h. Recommended maintenance schedules.

2. The exporter must show evidence that the products or parts thereof were
manufactured under one or more of the following approvals, unless other-
wise approved by the Govermnment of India, Director General of Civil
Aviation:

a. A current valid FAA Production Certificate for the product involved,
as outlined in Subpart G or Part 21 of the Federal Aviation Regulations.

b. An FAA Approved Production Inspection System (FAA-APIS) letter of
approval, as stated in Subpart F of Part 21 of the FAR.

¢. An FAA Replacement and Modification Parts Manufacturers Approval
(FAA-PMA) letter of approval issued by the FAA in accordance with
Subpart K of Part 21 of the FAR. 1In this case, each part (or package
of small parts) must be marked with the symbol "FAA-PMA" to indicate
approval, In addition, each part (or package of small parts) must
be marked with the company's name (or trademark), the part number,
and the make and model of the type certificated product on which the
part is eligible for installation., The meke and model information
may be on a tag attached to the part (reference FAR 45.15 and FAA
Advisory Circular No. 21.303~-1,

d. A Technical Standard Order (TS0) acknowledgment or authorization
letter, issued by the FAA per Part 37 of the FAR or those airworthi-
ness parts of the FAR relative to the products involved.
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Reconditioned, used, or surplus parts must be accompanied by a certifica-
tion statement signed by an FAA certified repair station holding a
currently valid approval certificate, or by a certified aircraft and
powerplant mechanic, as provided for under FAR Parts 145 and 65,
respectively. The return to service maintenance records required by

FAR 43, Appendix B, shall accompany the parts.

In all instances, suppliers must certify on the face of their invoice that
the product involved was manufactured under one or more of the following
procedures; i.e., FAA PC No, ; FAA-APIS letter dated ; FAA-PMA
letter dated ; TSO No. :+ SAE No. ;s MIL Spec ; other
Govermment or Industrial Specifications
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1.

INDONESIA, REPUBLIC OF ~ SPECIAL REQUIREMENTS

Aircraft and other Class I products, to be eligible for export to
Indonesia, should be covered by export certificates of airworthiness issued
under Part 21 of the United States Federal Aviation Regulations. Export
certificates of aixworthiness and the supporting data and other material
required to be furnished in accordance with these requirements should be
delivered to the Indonesian Civil Aviation, Assistant Director for
Airworthiness and Operations, Kemajoran Airport, Djaskarta V/17, Indonesia,
and should be accompanied, where possible, by certificated logbooks or
other egquivalent historical records.

An aircraft which is being exported to Indonesia via flyaway should display
Indonesian nationality and registration marks and carry the following
documents on the delivery flight:

a. Indonesian Certificate of Registration.
b. Indonesian Delivery Flight Authorizatien.
¢. U.S. Export Certificate of Airworthiness,

d. Signed copy of telegram to Djakarta referred to in paragraph 4a of
these special requirements.

e. Letter certifying that the aircraft has been cancelled from the Unitea
8tates Aircraft Registry.

f. Letter of authority to cover the use of the installed radio apparatus
for the duration of the delivery flight.

g. Approved flight manual, operation manual, maintenance manual and
logbooks.,

h. Such other documents as may be essential to the safe operation of the
aircraft.

It will be the responsibility of the Indonesian purchaser to ensure that
the identification markings are properly displayed upon the aircraft prior
to departure from the exporter's base and to ensure that the necessary
flight documents are installed and carried in the aircraft during the
delivery flight,

The Department of Air Communications, Djakarta, should be advised by
telegram of the issuance of an export certificate of airworthiness in
respect of any aircraft which is to be exported to Indonesia via flyaway.
Advance notification by telegram of the following particulars is required
in respect of each aircraft being exported via flyaway: the number of
the export certificate of airworthiness being issued; the subject alrcraft
type, serial number and assigned Indonesian identification markings; the
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name of the purchaser; the name of the person responsible for the content
of the telegram and reference to this person's FAA authority (FAA
inspector, DMIR No., etc.), The signature of the responsible FAA repre-
sentative shall be affixed to the telegram above his typed name as
authority reference. The telegram, when so approved, shall be transmitted
to Djakarta (Telegraphic address of the Department of Air Communication:
CIVILAIR, DJAKARTA, INDONESIA) by the exporter. A signed copy of the
telegram shall be carried in the subject aircraft during the delivery
flight as evidence that the Indonesian Government (Department of Air
Communications) has been given advance notification of the issuance of a
covering export certificate of airworthiness., In addition, a telegram
pertaining to the cancellation of the alrcraft from the United States
Aircraft Registry shall be transmitted to the Indonesian Civil Aviation.
The responsibility for sending these telegrams and any expense involved
lies with the exporter.

An aircraft which is being exported to Indonesia other than via flyaway,
the following documents shall be delivered to the Indonesian Civil
Aviation, Assistant Director for Airworthiness and Operations:

a, Export Certificate of Airworthiness.

b, Letter certifying that the U.S. registration of the aircraft has been
cancelled.

In the case of an aircraft which is the first of its type and model to be
exported to Indonesia, the following documents and data should be
delivered to the Assistant Director for Airworthiness and Operations,
Kemajoran Airport, Djakarta V/17, Indonesia, for retention, at least one
month in advance of the intended date of arrival of the aircraft in
Indonesia:

a, Two copies of the approved flight manual.

b. Two copies of each of the operating manuals, maintenance manuals,
overhaul manuals and repair manuals applicable to the aircraft, its
engines, propellers and major units of ancillary equipment as soon
after the date of issuance as possible,

c. Two copies of each of the Parts Catalogs applicable to the aircraft,
its engines, propellers and major units of ancillary equipment as soon
after the date of issuance as possible.

d, OCne copy of the type flight test report.

e. A type record or stress analysis summary showing, for all members of
the primary structure, their design loads, dimensions, materials,
strength and margins of safety, or a copy of the static strength test
reports when type approval was granted on the basis of such tests.
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f. Drawings of the major assemblies, installations and major components
of the primary structure, together with a drawing list,

g. Wiring diagram and load analysis of the electrical system.

h. Wiring diagram and test report of the radio installation,

i. A statement from the aircraft manufacturer to the effect that he will
undertake to supply the Assistant Director for Airworthiness and
Operations with two copies of all service bulletins and other pertinent
engineering service information issued in respect of the aircraft, its
engines, propellers, and major units of ancillary equipment as soon
after the date of issuance as possible,

j. Aircraft, engine, and propeller specifications or TC data sheets.

k., Fuel Consumption/Cruise Control Data (Phone Book}.

1. Weight and Balance Report.

m, Certificate of Airworthiness for Export.

6. Class II and III products, to be eligible for export to Indonesia, should
be processed in accordance with the applicable provisions of Part 21.
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IRELAND - S™FCIAL REQUIREMENTS

Aircraft and other . 1iss I products, to be eligible for certification
by the Department of Transport and Power should be covered by export
certificates of airworthiness, as provided for in Part 21 of the United
States Federal Aviation Regulations,

Class II and III products will be exported in accordance with procedures
prescribed in Part 21 of the United States Federal Aviation Regulations,

Export certificates of airworthiness and other related data should be
forwarded to the foreign purchaser, inasmuch as the Department of
Transport and Power requires that the applicant (the foreign purchaser)
shall submit to that Department such substantiating evidence as may be
necessary to establish airworthiness and eligibility for registration
and certification by that Department.

In addition to the foregoing, applicable parts of the following special
requirements prescribed by Ireland will be complied with when exporting
aircraft,

a., If the aircraft is the firstl/ of a model exported to Ireland, the
following material will be furnished with the new aircraft.

(1) A copy of the Type Flight Test Report. Flight characteristics
of the aircraft shall be described in this report in a manner
convenient for calculating the performance of the aircraft over
a reasonable range of weights, altitudes, and atmospheric
conditions. Performance figures contained in, or furnished
with, the Type Flight Test Report shall have been corrected to
standard atmospheric conditions, and a statement to this effect
shall be made a part of the report, Established operational
limitations, speeds, and approved loads shall be indicated,

(2) A copy of the manufacturer's production flight test report
applying to the aircraft in question including a copy of the
flight checkoff form utilized with respect to the testing of
the aircraft.

(3) ‘Three-view drawings of the major assemblies, installations, and
primary structure,

(4) A type record or stress analysis summary or equivalent documen-
tation showing, for all members of the primary structure, their
design load, dimensions, materials, strength and margins of

1/ When in doubt as to whether an aircraft is the first of a model, contact

the air authority of the importing country.



AC 21-2B

10/2/69

b.

(5)

(6)

o)

)

(93

Appendix 2
Page 29

safety, or a copy of the static strength test reports when type
approval was granted on the basis of such tests,

A statement by an authorized representative of the manufacturer
to the effect that all pertinent information, modification
service bulletins, and revisions to such bulletins will be
automatically distributed to the Department of Transport and
Power, Kildare Street, Dublin, Ireland,

One copy of a flight manual for each aircraft, and one copy of
the operating, maintenance (including maintenance schedule),
overhaul and repair manuals applicable to the aircraft, engine,
propeller and equipment installed on the aircraft.

A 1list of the necessary special tools and equipment (including
a tolerance chart) essential to the inspection and servicing
of the aircraft engines, propellers, and associated equipment,

A copy of information or instructions essential to the assembly
and rigging of the aircraft.

A list of communications equipment installed, including model,
capacity, fregquency, operating instructions, etc.

In case an aireraft of the same model has been exported to, and
certificated in Ireland, the following documents or material will be
furnished by the exporter or by the government of the country of

origin;

(1) The export certificate will 1list the propeller serial numbers,
as well as the engine serial numbers.,

(2) One copy of a flight manual for aach aircraft; one copy of
operating, maintenance (including maintenance schedule),
overhaul and repair manuals if not already provided for in a.(5)

(3) A list of communications equipment installed, including model,

capacity, frequency, operating instructions, etc.
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STATE OF ISRAEL - SPECIAL REQUIREMENTS
1. GENERAL,
a, Aircraft and other Class I products to be eligible for export to

b,

Ce

the State of Israel, in addition to the requirements prescribed in
Part 21 of the United States Federal Aviation Regulations must be
eligible for airworthiness certification in the United States
"*standard" classification and comply with the applicable special
requirements contained in paragraphs c., d., and e..

NOTE: Aircraft and other Class I units eligible for certification in
the U,S, "restricted,” "limited," or "experimental' classifi-
cation may be exported to the State of Israel only if a prior
and specific approval of the Director, Department of Civil
Aviation, is obtained.

Class II and IIXI products to be eligible for export to the State
of Israel, must be in accordance with the applicable provisions of
FAR 21,

The manufacturer or supplier must hold or obtain one or more of the
following documents, unless otherwise approved by the Government of
Israel, Department of Civil Aviation:

(1) A current valid Federal Aviation Agency production certificate
for the product involved, as outlined in FAR Part 21, Subpart G.

(2) 4n FAA Approved Production Inspection System (FAA-APIS) letter,
as provided in FAR 21, Subpart F,

(3) An FAA replacement and modification parts manufacturer approval
(FAA-PMA) letter issued by the FAA as per FAR Part 21, Subpart K,
In this case, parts, containers, and invoices will bear evidence
of the manufacturer's name, address, the part number, registered
trademark, when described in the FAA approval letter, and the
symbol FAA-PMA,

(4) Technical Standard Order (TSO) letter of acknowledgement or
authorization issued by the FAA per FAR Part 37.

Reconditioned, used, or surplus parts must be accompanied by a
certificate signed by an appropriately rated FAA certificated repair
station holding a currently valid certificate, as provided for under
Part 145 of the FAR.

(1) The return to service maintenance records required by FAR 43
shall accompany the parts.

(2) The provisions of this paragraph d. are not applicable to stand-
ard parts (such as nuts and bolts) conforming to established
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industry or Government; e.g., Standard Aircraft Equipment (SAE),
and Military Specifications (MIL. Spec.).

In all instances, suppliers must certify on the face of their invoice
that the product involved was manufactured under one or more of the
preceding procedures; i.e., FAA PC No, ; FAA-APIS letter dated

; FAA-IMA letter dated ; TS50 No. ; Mil, Spec. ;

other Government or Industry Specifications .

2, AIRCRAFT OF FIRST OR SAME MODEL.

a,

In addition to the foregoing, applicable parts of the following
requirements prescribed by the Government of Israel, Department of
Civil Aviation, will be complied with when exporting ailrcraft:

(1) 1If the aircraft is the first of a model exported to Israel,
the following material shall be furnished with new aircraft:

(a) A copy of the type flight test report, Flight character-
istics of the aircraft shall be described in this report
in a manner convenient for calculating the performance of
the aircraft over a reasonable range of weights, altitudes,
and atmospheric conditions, Performance figures contained
in, or furnished with the type flight test report shall
have been corrected to standard atmospheric conditions,
and a statement to this effect shall be made a part of the
report, Established operational limitations, speeds, and
approved loads shall be indicated,

(b} A copy of the manufacturer®s production flight test report
applying to the aircraft being operated, including a copy
of the flight checkoff form utilized when testing the
alreraft,

(c) A type record or stress analysils summary showing, for all
members of the primary structure, their design loads,
dimensions, materials, strength, and margins of safety, or
a copy of the static strength test reports when type
approval was granted on the basis of such tests, If the
aircraft has been approved for ditching, in its country
of origin, appropriate substantiating data shall be
submitted,

(d) A statement by an authorized representative of the manu~
facturer to the effect that all pertinent information,
modification service bulletins, and revisions to such
bulletins will be automatically distributed to the Aviation
Authority of the govermment of the country ofdestination,
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A catalog of spare parts relating to the aircraft, aircrait
engine(s), propeller(s), and major auxiliary equipment
installed.

Two copies each of operating, maintenance, overhaul, and
repair manuals applying to the aircraft, aircraft engine,
propeller, and all of the equipment installed on the aircraft,

A list of the necessary special tools and equipment
(including a tolerance chart) essential to the inspection
and servicing of the aircraft, engines, propellers, and
assoclated equipment, This should include inspection
timetables, and appropriate charts and instructions
relating to the installed systems,

Two copies of information or imstructions essential to the
assembly and rigging of the aircraft.

A list of communication and navigation equipment installed
by make and model, and operating instructions,

1 In the case of an aircraft intended for instrument
flight rules (IFR) operation, a statement should be
furnished to the effect that the communication and
navigation equipment complies with TSO/FAATC
specifications.

2 Manuals are needed for radio equipment exported to
Israel for the first time,

In case an ailrcraft of the same model previously has been
exported to and certificated in Israel, the following documents
or material shall be furnished by the exporter or by the
Government of the country of origin,

(a)

(b)

A certificate of airworthiness for export listing the
propeller serial numbers, when applicable, as well as the
engine serial numbers,

A list of communication and navigation equipment installed
by make and model, and operating instructions,

1 In the case of an aircraft intended for IFR operation,
a statement should be furnished to the effect that the
communication and navigation equipment complies with
TSO/FAATC specifications,

o

Manuals are needed for radio equipment exported to
Israel for the first time,
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3 Any other information or documentation when specifi-
cally asked for.

3. EXPORT - FLYAWAY AIRCRAFT,

de

An aircraft which is being exported to Israel via flyaway should
display Israeli nationality and registration marks and should carry
the following documents on the delivery flight:

(1)
(2)

3)
(4)
(5)

Israeli Certificate of Registration.

Israell Certificate of Alrworthiness or Delivery Flight
Authorization,

U,.S8. certificate of airworthiness for export (if applicable),
Approved flight manual,

Such other documents as may be essential to the safe operation
of the aircraft,

The Government of Israel, Department of Civil Aviation, requests to
be advised by telegram of the issuance of a certificate of airworthi-~

ness

for export in respect of any aircraft which is to be exported

to Israel via flyaway.

NOTE :

It will be the responsibility of the Israeli purchaser to
ensure that the identification markings are properly displayed
upon the alrcraft prior to departure from the exporter's base
and to ensure that the necessary flight documents are installed
and carried in the aircraft during the delivery £flight.
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ITALY, REPUBLIC OF - SPECIAL REQUIREMENTS

1, In addition to the special requirements outlined below, all Class I, 1I,
and IIl products should be exported in accordance with the applicable
provisions of Part 21 of the United States Federal Aviation Regulations,
in order to be eligible for certification by the Government of Italy.
Export certificates of airworthiness and other related data should be
forwarded to the foreign purchaser, inasmuch as the air authority of
the Government of Italy (Registro Aeronautico Italiano) requires that
the applicant (the foreign purchaser) shall submit to that Government
such substantiating evidence as may be necessary to establish airworthi-
ness and eligibility for registration and certification by that Government,
In addition to the foregoing, applicable parts of the following special
requirements prescribed by the Republic of Italy will be complied with
when exporting aircraft.

a., If the aircraft is the firstlj of a model exported to Italy, the
following material shall be furnished with new aircraft:

(1) A copy of the type flight test report, Flight characteristics
of the aircraft shall be described in this report in a manner
convenient for calculating the performance of the alrcraft over
a reasonable range of weights, altitudes, and atmospheric
conditions. Performance figures contained in, or furnished
with, the type flight test report shall have been corrected to
standard atmospheric conditions and a statement to this effect
shall be made a part of the report, Established operational
limitations, speeds, and approved loads shall be indicated.

(2) A copy of the manufacturer's production flight test report
applying to the aircraft being operated, including a copy of
the flight checkoff form utilized when testing the aircraft,

(3) A type record or stress analysis summary showing, for all
members of the primary structure, their design loads, dimensions,
materials, strength, and margins of safety, or a copy of the
static strength test reports when type approval was granted on
the basis of such tests, If the alrcraft has been approved for
ditching in its country of origin, appropriate substantiating
data shall be submitted.

(4) A statement by an authorized representative of the manufacturer
to the effect that all pertinent information, modification
service bulletins, and revisions to such bulletins will be
automatically distributed to the technical section of the air
authority of the government of the country of destination,

1/ Vhen in doubt as to whether an aircraft is the first of a model,
contact the air authority of the importing country,
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{5) A catalog of spare parts relating to the aircraft, aircraft
engine(s), propeller(s), and major auxiliary equipment installed.

(6) Three coples each of operating, maintenance, overhaul, and
repair manuals applying to the aircraft, engine, propeller, or
to equipment installed on the aircraft.

(7) A list of the necessary special tools and equipment (including
a tolerance chart) essential to the inspection and servicing of
the aircraft, engines, propellers, and associated equipment,
This should include inspection timetables, and appropriate charts
and instructions relating to the installed systems.

(8) Three copies of information or instructions essential to the
assembly and rigging of the aircraft.

(9) A list (in triplicate) of communication and navigation equip-
ment installed by make and model, and operating instructions.

(a) In the case of an aircraft intended for IFR operation, a
statement should be furnished to the effect that the

communication and navigation eQuipment complies with TS0

FAATC specifications.

~—

(b) Manuals are needed for radio equipment exported to Italy
for the first time.

b, In case an aircraft of the same model previously has been exported
to and certificated in Italy, the following documents or material

shall be furnished by the exporter or by the government of the
country of origin:

(1) A certificate of airworthiness for export listing the propeller
serial numbers, as well as the engine serial numbers.

{(2) Three coples each of operating, maintenance, overhaul, and
repair manuals or other related information, as provided for
in la(8) above.

(3) A list of communication and navigation equipment installed by
make and model, and operating instructions.

(a) In the case of an aircraft intended for IFR operation,
a statement should be furnished to the effect that the
communication and navigation equipment compiies with
TSO/FAATC specifications,

(b) Manuals are needed for radio equipment exported to Itsly
for the first time,

2. All communications with the Government of Italy shall be directed to:

Reglstro Aeronautico Itallano,
Via del Tritone 169,
Rome, Italy
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JAPAN - SPECIAL REQUIREMENTS

Aircraft and other Class I products to be eligible for certification

by the Government of Japan should be covered by export certificates of
airworthiness, as provided for in Part 21 of the United States Federal
Aviation Regulations, Class II and III products will be exported in
accordance with procedures prescribed in the applicable provisions of
Part 21 of the United States Federal Aviation Regulations, Export
Certificates of airworthiness and other related data should be forwarded
by the manufacturer or exporter tc the Airworthiness Section, Technical
Division, Civil Aviation Bureau, Ministry of Transport, No. 3, Godo-
Chosha, 2-1-3, Kasumigaseki, Chiyoda-ku, Tokyo, Japan. This does not
include data required to be carried in the aircraft in the case of fly-
awvay delivery.

In addition to the foregoing, the following materials will be furnished
with aircraft to be exported to Japan:

a, If the aircraft is the first of a model exported to Japan, the
following materials wili be furnished with aircraft:

(1) One copy each of parts catalog and operating, maintenance,
overhaul, and repalr manualsapplying to the aircraft, engines,
propellers, and major equipment Installed on aircraft.

(2) One copy of approved flight manual or data contained in the
type flight test report including weight and balance report
applicable to the particular aircraft.

(3) Certified asircraft, engines, and propellers logbooks or other
equivalent historical records showing total operating time
and time since last overhaul,

(4) Evidence of strength of primary structure as ascertained by
physical tests and/or calculations.

(5) One copy of the current official aircraft, engine, and pro-
peller specifications,

NOTE: The manufacturer or exporter will be advised by the
purchaser on the basis of information furnished to the
purchaser by the Civil Aviation Bureau of Japan when an
gircraft is the first of a type or model to be imported
inte Japan.

b. In case an aircraft cf the same model has been exported to, and
certificated in Japan, the following materials will be furnished
with aircrafc:
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3.

4,

(L) One copy each of parts catalog and operating, maintenance,
overhaul, and repair manuals applying to the aircraft, engines,
propellers, and major equipment installed on aircraft,

(2) One copy of approved flight manual or data contained in the
type flight test report including weight and balance report
applicable to the particular aircraift.

(3) Certified aircraft, engines, and propellers logbooks or other
equivalent historical records showing total operating time and
time since last overhaul.

If the aircraft is to be exported via flyaway to Japan without U,S,
nationality and marking, the manufacturer or exporter should display on
the alrcraft Japanese nationality and registration markings and should
install in the aircraft Japanese certificate of registration and

Japanese certificate of airworthinesa. Upon application of the purchaser,
Civil Aviation Bureau of Japan will issue nationality and registration
markings, certificate of registration and certificate of airworthiness
when the Japanese importer or the U.S. exporter furnishes Civil Aviation
Bureau of Japan the following information:

a, Make and model of the aircraft.
b, 8Serial number of the ailreraft.

c. Purchaser's name and address,

d., U.S. exporter’s name and address,.

e. Document which certifies transfer of ownership of the aircraft
together with date of transfer.

f. Document which certifies airworthiness of the aircraft (Export
Certificate of Airworthiness, FAA Form 8130.4). If the certificate
itself is not available, submit lts "E" number,

After the Civil Aviation Bureau of Japan receives the foregoing applica=-
tion and information, the Japanese registration markings will be sent

as soon as possible to the place where the aircraft is located and
Japanese registration and airworthiness certificates will be delivered
to the applicant., The applicant will then forward these certificates to
the U,5. exporter for installation in the aircraft. After this, the
aircraft may be flown from the U.8. to Japan,
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1.

KOREA « SPECIAL REQUIREMENTS

To be eligible for certification by the Government of the Republic of
Korea, all Ciass I, II and III products should be issued export certif-
icates of airworthiness or approvals in accordance with the provisions
of Subpart 1 of Part 21 of the Federal Aviation Regulations,

Export certificates of airworthiness and other related data should be
forwarded to the Korean purchaser, inasmuch as the Civil Aviation
Authority of the Republic of Korea requires that the applicant (Korean
purchaser) shall submit to the authority such substantiating evidence as
may be necessary to establish airworthiness and eligibility for
registration and certification by the Republic of Korea.

In addition to the foregoing, the following materials will be furnished
for aircraft to be exported to Korea.

a,  If the aircraft is the first model exported to Korea, the following
material shall be furnished.

(1) Three (3) copies of each parts catalog; operating, overhaul,
maintenance (including maintenance schedule) and repair
manuale applying to the aircraft, engines, propellers and
major ancillary equipment installed on the aircraft,

NOTE: If possible the documents specified in (1) shall
be delivered well in advance of the intended
delivery date for the aircraft,

(2) One copy each of approved flight manual and the manufacturer's
production flight test report imcluding the weight and balance
report applicable to the aircraft,

(3) A certified copy of the complete drawing list,

(4) A type record or stress analysis summary showing,for all
members of the primary structure, their design loads,
dimensions, materials strength and margins of safety, or a
copy of the static strength test reports when type approval was
granted on the basis of such teats.

(5) A statement by an authorized representative of the manufacturer

to the effect that all pertinent information, modification,
service bulletins and revisions to such bulletins will be

automatically distributed to the Civil Aviation Authority of
the Republic of Korea.

GPO 904.202
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3.
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(1) One copy each of parts catalog and operating, maintenance,
overhaul, and repair manuals applying to the aircraft, engines,
propellers, and major equipment installed on aircraft,

(2) One copy of approved flight manual or data contained in the
type flight test report including weight and balance report
applicable to the particular aircraft,

(3) Certified aircraft, engines, and propellers logbooks or other
equivalent historical records showing total operating time and
time since last overhaul,

If the aircraft is to be exported via flyaway to Japan without U.S,
nationality and marking, the manufacturer or exporter should display on
the aircraft Japanese nationality and registration markings and should
install in the aircraft Japanese certificate of registration and

Japanese certificate of airworthiness. Upon application of the purchaser,
Civil Aviation Bureau of Japan will issue nationality and registration
markings, certificate of reglstration and certificate of alrworthiness
when the Japanese importer or the U,S. exporter furnishes Civil Aviation
Bureau of Japan the following information:

a, Make and model of the aircraft.
be. Serial number of the aircraft,

¢. Purchaser's name and address.

d., U.S. exporter's name and address,

e. Document which certifies transfer of ownership of the aircraft
together with date of transfer,

£. Document which certifies airworthiness of the aircraft (Export
Certificate of Airworthiness, FAA Form 8130-4 itself is not available,
submit its "E" number.

After the Civil Aviation Bureau of Japan receives the foregoing applica-
tion and information, the Japanese registration markings will be sent

as soon as possible to the place where the aircraft is located and
Japanese registration and alrworthiness certificates will be delivered
to the applicant, The applicant will then forward these certificates to
the U.S, exporter for installation in the aircraft., After this, the
aircraft may be flown from the U.S. to Japan,
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1.

KOREA - SPECIAL REQUIREMENTS

To be eligible for certification by the Government of the Republic of
Korea, all Class I, II and III products should be issued export certif-
icates of airworthiness or approvals in accordance with the provisions
of Subpart L of Part 21 of the Federal Aviation Regulations.

Export certificates of airworthiness and other related data should be
forwarded to the Korean purchaser, inasmuch as the Civil Aviation
Authority of the Republic of Korea requires that the applicant (Korean
purchaser) shall submit to the authority such substantiating evidence as
may he necessary to establish airworthiness and eligibility for
registration and certification by the Republic of Korea.

In addition to the foregoing, the following materials will be furnished
for aircraft to be exported to Korea.

a. If the aircraft is the first model exported to Korea, the following
material shall be furnished,

(1) Three (3) copies of each parts catalog; operating, overhaul,
maintenance (including maintenance schedule) and repair
manuals applying to the aircraft, engines, propellers and
major ancillary equipment installed on the aircraft,

NOTE: If possible the documents specified in (1) shall
be delivered well in advance of the intended
delivery date for the aircraft,

(2) One copy each of approved flight manual and the manufacturer's
production flight test report including the weight and balance
report applicable to the aireraft.

(3) A certified copy of the complete drawing list,

(4) A type record or stress analysis summary showing, for all
members of the primary structure, their design loads,
dimensiong, materials strength and marginsg of safety, or a
copy of the static strength test reports when type approval was
granted on the basis of such tests.

(5) A statement by an authorized representative of the wmanufacturer

to the effect that all pertinent information, modification,
service bulletins and revisions to such bulletins will be

automatically distributed to the Civil Aviation Authority of
the Republic of Korea.
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(6) Radlo and electrical installation data books showing wiring
diagrams.

(7) One copy of the current official aircraft, engine, and
propeller specifications, and certificated logbooks or other
equivalent historical records.

In case an aircraft of the same model has been exported te, and
certified in Korea, the following documents or material will be
furnished by the exporter,

{1) One copy each of parts catalog; operating, malntenance
(including maintenance schedule), overhaul and repair manuals
applying to the ailrcraft, engines, propellers and major
ancillary equipment installed on the ailrcraft.

(?) One copy of approved flight manual and manufacturer's flight
test report including weight and balance report applicable to
the particular aircraft.

(3) Certificated aircraft, engine and propeller logbooks or other
equivalent historical records,

If delivery of an ailrcraft is via flyaway to Korea without U. 8.
nationality and registration marks, the aircraft shall, display
Korean nationality and registration marks and carry certificates of
airworthiness and registration issued by the Civil Aviation
Authority of the Republic of Korea. All inquiries relating to the
issuvance of Korean certificate of registration and certificate of
airworthiness should be addressed to the Director, Civil Aviation
Bureau, Ministry of Transportation, Republic of Korea, Seoul, Korea.
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MALAYSTIA, WEST - SPECIAL REQUIREMENTS

To be eligible for export to West Malaysia, an aircraft must meet the
requirements prescribed in Federal Aviation Regulations Part 21,

Subpart

L.

The applicant for certification of the aircraft in West Malaysia must
provide the following documents to the Department of Civil Aviation,
3rd Floor, 4th Block, Government Offices, Young Road, Kuala Lumpur,
West Malaysiat

a. For

each aircraft:

(1

(2)
(3)
(4)

(3

b. For

F.A. A, Export Certificate of Airworthiness.

NOTE: It will be necessary for this to be supplied in
advance of the aircraft delivery date, so that
the Malaysian Certificate of Validation may be
issued and accompany the aircraft during training
flying and delivery flight.

Weight and balance report.
Equipment List.

Modification statement and List of F,A.A, Airworthiness
Directives complied with.,

Copy of Production Flight Test Report related to the
specific aircraft,

each model aircraft, one copy of:

(1)
(2}
(3)
%)
(5
(6)
(7
(8)

F.A.A. approved flight manual,
Weight and balance manual.
Operating manual.

Maintenance Planning Data.
Maintenance Manual (Airframe).
Maintenance Manual (Engine).
Overhaul Manual (Airframe).

Overhaul Manual (Engine).
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{9) Structural Repair Manual.

{(10) éompletg set of Service Bulleting (Airframe),
(11) Complete set of Service Bulletins (Engine).
(12) F.A,A. Aircraft Data Sheet.

(13) F.A.A. Engine Data Sheet,

¢. Amendment service for the above documents must be provided as
applicable.
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KINGDOM OF THE NETHERLANDS - SPECIAL REQUIREMENTS
(ISSUE 2)

1. INTRODUCTION. The special requirements associated with the Agreement on
the reciprocal validation of export certificates of airworthiness of
May 22, 1936, based on the Exchange of Notes between the United States
and the Kingdom of the Netherlands of September 19 and November 14, 1953,
are prescribed in this document. These requirements are effective from
the lst of July 1967. 1Issue 2 is effective from the 1st of July 1969.
The requirements specified in this document apply only to aircraft

* exported to the Netherlands, and not to those exported to Surinam~

2. GENERAL.

a. The ailrcraft, in addition to the requirements prescribed in Part 21
of the United States Federal Aviation Regulations, must be eligible
for certification in the "standard" classification. This excludes
"restricted", "limited", and "experimental" aircraft, except on an
individual basis after referral to the Netherlands Department of
Civil Aviation, Rijks Luchtvaart Dienst (RLD); (See Rkote 4a).

b. Aircraft with a certification basis older than March 5, 1952 and
being of a type which had no Netherlands airworthiness approval
during the last six years, are excluded from import to the Nether-
lands, except on an individual basis after referral to the RLD;

¢. Without prejudice to the foregoing, alrcraft types, the United States
Export Certificates of Airworthiness of which were validated already
by the RLD, may continue to be imported on a similar basis to that
agreed for previous aircraft of the identical type. An aircraft is
considered of an identical type if the changes are none or only minor
and do not reduce previously accepted airworthiness standards. The
types of aircraft referred above are specified under paragraph 5.

d., TFor each used aircraft the RLD will, after inspection of the air-
craft, establish on the basis of their findings and on the basis of
the maintenance records of the aircraft, the phase in the RLD
approved maintenance schedule from which this schedule must be
followed and the additional maintenance to be performed for this
phase of the maintenance schedule.

3, DOCUMENTS AND DATA REQUIRED. The application for the issue or validation
of a certificate of airworthiness shall be accompanied by the following
documents and data,

a. TFor the first alrcraft of a specific make and model being imported.
(See Note 4c).

(1) The design and test datae specified in Annex A, {See Note 4b).
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(4)

()

(6)

N

(8)
(9)
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The certificate of airworthiness issued or renewed within a
period of sixty days immediately preceding the date of the
application for validation of that certificate or the issue of
a new certificate of airworthiness.

A statement specifying the applicable eirworthiness requirements
and indicating that these requirements were complied with.

The manufacturer's specification and, if aveilable, a type spec-
ification issued by the Contracting State, containing basic data
concerning periormance, dimensions, weights and required
equipment,

The weight and balance report, including equipment list, showing
ell removable items of equipment that are included in the empty
weight,

The aircraft flight manual, approved by the contracting State,
issued in the English language.

The manufacturer's meintenance manual, containing at least the
following information:

(a) Engineering description of the aircraft.
(b) Imstructions for ground handling.

(c) Assembly and disassembly instructions for the various
aircraft parts and assemblies,

(d) Description of the powerplants, propellers and the various
systems,

(e) Maintenance repair and overhaul instructions and the
associated inspection items and schedule.

Aircraft, engine and propeller parts lists.

For used aircraft the historical records, such as aircraft and
engine logbooks and records regarding maintenance, repairs,
modifications, mandatory service bulletins and airworthiness
directives,

For subsequent import aircraft of the same make and model as under
paragraph 3a:

(1) The documents and data listed under 3a(2), (4), (5), (6), and (9),

unless the documentation submitted previously is also applicable
to the individual aircraft concerned.
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(2) A list of deviations from the first aircraft. If the applicant
is unable to provide such a list additional data may be required
to enable the RLD to determine the deviations.

3. TECHNICAL REQUIREMENTS

a. Special conditions of a particular nature. The aircraft shall to
the extent deemed essential by the RiLD, comply with such
additional requirements as may be specified in writing. These
additional requirements will be prescribed if the aircraft has
special features or characteristics the safety of which has not been
guaranteed adequately by the existing requirements.

b. Speclal conditions of a general nature, The special conditions of
a general nature are listed in Annex B, (See note 4b.)

4. NOTES

a. The address of the RLD is: Rijksluchtvaartdienst
Afd. Luchtvaartinspectie
Hangaar 5, tel (020) 798451
Schiphol - Oost Postbus 7555
The Netherlands

b. Annex A and Annex B are available from the RLD.

c. The RLD will inform on request whether an aircraft is the first
of a type to be exported to the Netherlands.

5. AIRCRAFT TYPES WHICH HAVE HAD EXPORT CERTIFICATES OF AIRWORTHINESS
VALIDATED BY THE RLD,

Manufacturer Model Mznufacturer Model
G AGUSTA - RELL. AB.206 A
BELL 47G
BEECH Di8s 47G=2A-1
23 473
65 473-2A
65-80A
65-90 BOEING 707-355¢

95-A55
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Manufacturer Model Manufacturer Model
CESSNA 150¢C GRUMMAN AGCAT G 164 A
150E P&W R 985-An-1
L50F (450 hp)
150G Ham,Std.6101-A=12
172
1724 N.A AVIATION AT=-6
172B
172 HUGHES 269B
L72F LOCKHEED L-188C
1726 L=1049G
1828 L-1049H
Al88 MOONEY M-20A
P206 -
U206A PIPER J3C=-65(L-4J)
PA-18-125
CONVAIR 640 PA-18A-135
DOQUGLAS DC~3C-81C=3G PA-18-150
C54B-DC PA-18A-150
DC-6 PA-19
DC-6A PA-22-108
DC-6B PA-22=-150
DC-7C PA-22-160
DC-8-33 PA-23-160
DC-8+53 PA-23-235
DC-8-55 PA=-24=250
DC-8F=55 PA-25-235
PC-8-63 PA=28-140
DC-9-15 PA-28~160
DC~9-32 PA-28-180
DC-9-33F PA-30
- S=-62 A
FAIRCHILD 24R 46 A STINSON L-5B



Appendix 2 AC 21-28 CHG 1
Page 46 11/13/70

KINGDOM OF THE NETHERLANDS - SPECIAL REOUTIREMENTS NETHERLANDS ANTILLES

1. General. The special conditions associated with the Exchange of Notes
between the United States and the Kingdom of the Netherlands of Septem-
ber 19 and November 4, 1955, relating to the reciprocal validation of
export certificates of airworthiness for aircraft are prescribed below,
These conditions apply only to export of aircraft to the Netherlands
Antilles.

a, The aircraft, in addition to the requirements prescribed in Part 21
of the United States Federal Aviation Regulations, must be eligible
for certification in the "standard" classification, This excludes
"restricted," "limited,'" and "experimental' aircraft, except on an
individual basis after referral to the Department of Civil Aviation,
Netherlands Antilles (Department van Luchtvaart Nederlandse Antillen
(D.V.L. N.A,)) (See Note 6a,)

b. Aircraft with a certification bagis older than March 5, 1952, and
being of a type which had no Netherlands Antillean airworthiness
approval during the last six years, are excluded from import into
the Netherlands Antilles except on an individual basis after refer-
ral to the D,V L, N,A,

c. Without prejudice to the foregoing, aircraft types, the United States
Export Certificates of Airworthiness of which were validated by the
D,v.L. N,A, prior to July 1, 1967, may continue to be imported on a
similar basis to that agreed for previous aircraft of the identical
type, An aircraft is considered of an identical type if the changes
are none or only minor and do not reduce previously accepted air-
worthiness standards, The types of aircraft referred above are as

follows:
Manufacturer Model Manufacturer Model
Aero Commander 100 Curtiss Wright Super C-46
Beech C-50 Dornier DO 28A-1
D SOB
65-A80 Fokker F 27-500
Cessna 150 § McDonnel Douglas DC9-15
i;g c Mooney M20-5
172 g de Havilland DHC-6
175 ¢ Piper PA 23-160
i82 E PA 28-1560
182 M PA 28-180
PA 22-150

Convair 340 J-3
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2, DOCUMENTS AND DATA REQUIRED., The following documents and data shall be
submitted te the D,V.L, N.A,

a, For all aircraft.

(1) Certificate of airworthiness for export issued not more than
60 days prior to the application for validation.

{2) FAA approved Airplane Flight Manual and weight and balance re-
port with equipment list,

(3) Certificated aircraft and engine logbooks, and when available
propeller logbooks, or other equivalent historical records
showing total operating time.

() A certified statement regarding any flight or operational
limitations, exemptions, or restrictions, which may have been
prescribed by the FAA, because of design or structural
characteristics or features incorporated which are not in
conformity with date forming the basis for the initial type
certification of aircraft of this type.

(5) A certified statement regarding the modification status of
aircraft with respect to airworthiness directives or other
changes prescribed by the FAA subsequent to issuance of the
original type specification or type certificate for the air-
craft. Major repair and alteration form, F,A.A, Form 337, or
equivalent, if repairs and/or alterations have been accomp-
lished on the exported aircreft,

b. For Alrcraft being the First of a Type Exported to the Netherlands
Antilles (See Note 6c). In addition to the documents and date
mentioned in the preceding paragraph the following documentation
and oata shall in general be submitted: (The D,V.L, N.A. will
inform on request regarding such of the listed documents and data
as may be required in each specific area,)

(1) Manuals related to aircraft. The Maintenance Manual, Overhaul
Manual, Repair Manual, Parts Catalog, and & copy of the
customer's specification for the aircraft, together with a
specimen copy of the approved Airplane Flight Manual. A copy
of information or instructions essential to the aesembly and
rigging of the aircraft,

{(2) * Manuals related to major parts. The approved Operating
Manual, Maintenance Manual, Overhaul Manual, and Repair Manual
for each type of engine, propelier, and major auxiliarly equip-
wment fitted to the aircraft., A list of communications equipment
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instalied, including model, capacity, frequency, operating
instructions, etc,

NOTE: 1If possible, the documents specified in (1) and
(2) shall be delivered well in advance of the
intended delivery date of the aircraft.

Bulletins, A complete set of service publications including
bulletins issued by the mamufacturers of the aircraft and by the
manufacturers of' engines, propellers and other type certificated
equipment installed thereon, and a statement by an authorized
representative of the aircraft manufacturer to the effect that
he will undertake to supply the D.,V,L, N,A, with a copy of all
new such bulletins,

Design and test data. The design data and test data listed
in Annex A (see Note 6b.)

TECHNICAL REQUIREMENTS.,

a. The aircraft shall to the extent deemed essential by the D,V,L. N.A,
comply with such additional requirements as may be specified in
writing, These additional requirements will be determined having
regard to the differences between the relevant airworthiness codes
of the United States and the Netherlands, and to any additional
requirements as would be prescribed for comparable aircraft in the
Netherlands,

b, TUnless otherwise stated the conditions listed in Annex B apply (See
Note 6b).

USED AIRCRAFT. For each used aircreft the D,V,L. N.,A, will after inspec-
tion of the aircraft establish on the basis of their findings and on the
basis of the maintenance records of the aircraft, the phase in the D,V,L,
N.A. approved maintenance schedule from which this schedule must be fol-
iowed and the additional maintenance to be performed for this phase of
the maintenance schedule.

FLY-AWAY ATRCRAFT,

a, In the case of aircraft delivered via flyaway, the export certificate
of airworthiness, certified logbooks, FAA approved Airplane Flight
Manuals, weight and balance report and equipment list and such
other documents as may be essential to the safe operation of the
aircraft, shall accompany the aircraft and be delivered to the
D,V.L. N.A. on arrival in the Netherlands Antilles.



AC 21-2. CHG 1 Appendix 2
11/13/70 Page 46-3

b. If delivery of an aircraft is via fly-away, the aircraft shall
carry certificates of alrworthiness and registration and a letter
of authority to cover the use of radio, valid for the delivery
flight, issued by the D,Vv,L. N.A, All inquiries relating to the
issuance of Netherlands Antilles certificates of registration and
certificates of airworthiness should be addressed to the D,V.L, N.A,

6. NOTES,
a. The address of the Department of Civil Aviation:
Department van Luchtvaart
Dr. A. Plesman Luchthaven
Curacao, Nederlandse Antillen.

b. Annexes A and B are available from the D,.V,1., N.A,

c, The D,V,L. N.A, will inform on request whether an aircraft is the
first of a type to be exported to the Netherlands Antilles,
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NEW ZEALAND - SPECIAL REQUIREMENTS
1. Aircraft to be eligible for export to New Zealand, in addition to the

2.

5.

requirements prescribed in Part 21 of the United States Federal Aviation
Regul ations, must comply with these special requirements,

Alrcraft which are certificated only in the restricted category will not
be considered as eligible for registration or airworthiness certification
in New Zealand, and export certificates of airworthiness issued to such
aircraft will not be validated by that Government. Any modifications to
aircraft initially designed to comply with requirements for type certifi-
cation in the normal, utility, acrobatic or transport categories must be
approved on the basis of requirements contained in the regulations for
those categories, as applicable, to be eligible for certification in

New Zealand,

Export certificates of airworthiness and other forms and supporting data
relating to aeronautical products exported to New Zealand shall be
forwarded to the Director of Civil Aviation, Air Department, Civil
Aviation Branch, Wellington C.l, New Zealand. This material shall include
logbooks or other historical records relating to aircraft or engines
exported.

Anexport certificate of airworthiness is required in connection with any
Class I product exported from the U.S. to New Zealand. Class II and
Class III products to be eligible for approval and imstallation on
certificated civil aircraft of New Zealand registry, should be exported
in accordance with the applicable provisions of Part 21 of the United
States Federal Aviation Regulatiomns,

If an aircraft is the firstl/ of a model to be exported to New Zealand,
the following material will be furnished:

a. An export certificate of airworthiness (required with all Class I
products).

b. A three-view general arrangement drawing of the aircraft.

c. A certified copy of the complete drawing list (quoting latest issue
numbers issued by the manufacturer),

d. A basic load report giving a summary of the design loads, materials,
and reserve factors for each member of the primary structure,

e. Evidence of strength of primary structure as ascertained by physical
tests of calculations (stress analysis or static test reports
acceptable).

When in doubt as to whether an aircraft is the first of a model, contact

the air authority of the importing country.
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7.

f. A report on the flight characteristics of the aircraft which shall
be specified in a manner convenient for calculating the aircrafts
performance over a reasonable range of weights, altitudes, and
atmospheric conditions, Type flight test reports should be obtained
from the FAA Regional Office responsible for the type certification
of the gircraft in question., The purpose of this requirement is to
verify that the aircraft can be operated in such a manner as to leave
a satisfactory margin between the scheduled characteristics of the
alrcraft, and those of New Zealand girdromes, andsurroundings, and
the routes operated upon.

g. Performance figures, as referred to in paragraph f., above; shall
have been corrected to standard atmospheric conditions, and a state-
ment to this effect shall be made a part of the report on the flight
performance characteristics of the aircraft.

h., One extra set of the pertinecnt scrvice bulletins, assembly instruce
tions, and operation manuals, ctc.

i, Copies of supplements, amendments, modifications, or other changes to
type certification data, as required in 5b, through 5h,

Information c¢contained in paragraphs 5d, e., £., and g., (i.e., Structural
and performance data), to be acceptable to the Director of Civil Aviation
in New Zealand, must be certified by the FAA, or by a designated represen~
tative approved for this purpose by the FAA, This certification may be

an endorsement of the actual documents, or in the form of a covering
letter attached to the documents provided they are adequately identified
in the covering letter. In a case where the information is furnished by
different scurces, separate certification with respect to each set of
documents is required,

In lieu of the "certificate of typc design® normally required in connec-
tion with the first aircraft of a model exported to New Zealand, the
Export Certificate of Airworthiness, FAA Form 8130-4, issued to cover such
an aircraft, shall indicate the following information in addition to other
entries provided for or requircd under special circumstances or conditions:

a. Specification Nuumbcr:

(List the covering alrcraft spcc. or TC Data Sheet No.)

b. Type Certificate Number:

(List aircraft type certificate number)

¢. Aircraft Classification:

(Example: Single engine land plane)
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Category:

(Example: Normal category)

Subdivision(s):

(Example: Personal aircraft)

In addition to the data to be forwarded to the Director of Civil Aviation
in accordance with instructions contained in paragraph 3 above, the
following material should accompany the aircraft, or otherwise be
delivered to the purchaser:

a.

b.

Ce

One copy of the weight and balance report,

One copy of the aircraft flight manual and of the lecading chart when
such material would be required if the aircraft were certificated in
the "standard" classification as an aircraft of U,S, registry.

One copy of the manufacturer's production flight test report with
respect to new aircraft which are exported by the manufacturer,
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1.

PAKISTAN - SPECIAL REQUIREMENTS

Aircraft and other Class I products, to be eligible for registration and
airworthiness certification by the Government of Pakistan, should be
covered by export certificates of airworthiness as provided in Part 21
of the United States Federal Aviation Regulations. <Class Il and Class
III products, to be eligible for approval and installation on certifi-
cated civil aircraft of Pakistan registry, should be exported in accord-
ance with the applicable provisions of Part 21 of the United States
Federal Aviation Regulations,

Export certificates of airworthiness and other related data, as provided
for in Part 21, should be forwarded to the Director-General of Civil
Aviation, Karachi, Pakistan.

Upon application by the prospective purchaser (citizen of Pakistan), the
Department of Civil Aviation of the Government of Pakistan:

a. Will assign Pakistan registration letters;

b, Will issue a certificate of registration endorsed; "Valid only
until first landing at customs aerodrome in Pakistan'",

c. Will issue a Pakistan short~term certificate of airworthiness,

NOTE: To preclude delay in initiating the delivery flight, the
temporary registration and airworthiness certificates referred
to above will be forwarded by the Department of Civil Aviation
of Pakistan or by the foreign purchaser direct to the exporter,
or to the point from which delivery of the aircraft is to be
initiated.
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PHILIPPINES, REPUBLIC OF -~ SPECIAL REQUIREMENTS

1. In order to be eligible for certification by the Philippine Government,
Class I, 11, and 11I products should be covered by export alrworthiness
approvals in accordance with the applicable provisions of Part 21 of the
United States Federal Aviation Regulations.

2., In addition to the data required to be furnished to the purchaser or an
aircraft, when a NEW alrcraft is the firstl/ of a model to be exported to
the Philippines, the following data will be forwarded direct by the
exporter to the Administrator, Civil Aeronautics Administration, Manila,
Philippines:

a. One copy of the weight and balance report pertaining to the particular
aircraft including a loading schedule or chart, if applicable, and
an equipment list,

b. One copy of the Approved Aircraft Flight Manual, if applicable to
the particular type of aircraft,

¢. One copy of the assembly and rigging instructions, if the aircraft is
to be assembled at the point of destination,

d, One copy of the pertinent maintenance manual and service bulletins,

e. The Export Certificate of Airworthiness, FAA Form 8130-4,

1/ When in doubt as to whether an aircraft Is the first of a model, contact
the alr authority of the importing country. ‘
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RHODESIA - SPECIAL REQUIREMENTS

Aircraft and other Class I products are eligible for export to Rhodesia
when, in addition to the export airworthiness approval requirements in
Part 21 of the United States Federal Aviation Regulations, they also
comply with the requirements contained herein.

a.

b.

When
1)
(2)

the aircraft is eXported
direct to Rhodesia, or
to Rhodesia after assembly in another state by the manufacturers!

agents or on behalf of the manufacturers' representative in
that state,

the Director of Civil Aviation, P,0. Box 8013, Causeway, Salisbury,
Rhodesia, shall be furnished with the following:

(a) An Export Certificate of Alrworthiness, FAA Form 8130-4,

(b) Properly certified aircraft, engine, and propeller logbooks
or equivalent historical records showing total time
operated,

{c) A certified statement that all FAA mandatory directives
have been complied with,

(d) A copy of the manufacturers' production flight test report
for the aircraft being exported and, in addition, where
the aircraft was assembled per paragraph a(2) above, all
documentation for the assembly and flight testing of the
aircraft.

(e) One copy of the aircraft flight wmanual and a copy of the
weight and balance report when such documents would be
required for the issuance of an airworthiness certificate
in the standard classification for an aircraft of United
States registry,

If the aircraft is the first of a type to be exported to Rhodesia,
in addition to the requirements described in paragraph a, the
following shall be furnished with the new model aircraft:

¢y

One copy of the Type Flight Test Report. The flight character-
istics of the alrcraft shall be described in this report in a
manner convenient for calculating the performance of the air-
craft over a reasonable range of weights, altitudes, and
atmospheric conditions, Performance figures contained therein
shall be corrected to standard atmospheric conditions,.
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(2) A spare parts catalog for the aircraft, aircraft engine(s),
propeller(s), and any other major auxiliary equipment installed.

(3) Two copies of each operating, maintenance, overhaul, and repair
manuals for the aircraft, aircraft engine, propeller, and
equipment installed.

(4) A general arrangement drawing of the alrcraft,
Class 11 and Class 1II products, to be eligible for export to

Rhodesia, must be processed in accordance with the applicable
provigions in Part 21 of the Federal Aviation Regulations.
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SINGAPORE, REPUBLIC OF - SPECIAL REQUIREMENIS

1. To be eligible for export to the Republic of Singapore, an aircraft must
meet the requirements prescribed in Federal Aviation Regulations Part 21,
Subpart L.

2. The applicant for certification of the aircraft in the Republic of
Singapore must provide the following documents to the Director of Civil
Aviation, Department of Civil Aviation, Singapore Alrport, Singapore 19,
Republic of Singapore,

a. For each aircraft:

(1) F.A.A, Export Certificate of Airworthiness.
NOTE: It will be necessary for this to be supplied

in advance of the aircraft delivery date, so
that the Singapore Certificate of Validation
may be issued and accompany the aircraft during
training flying and delivery flight,

(2) Weight and balance report,

(3) Equipment List.

(4) Modification statement and List of F.A,A, Airworthiness
Directives complied with,

(5) Copy of Production Flight Test Report related to the
specific aircraft,

b. For each model aircraft, one copy of:

(1) F.A.A. approved flight manual,
(2) Weight and balance manual,

(3) Operating manual,

(4) Maintenance Planning Data,

(5) Meintenance Manual (Airframe).
(6) Maintenance Manual (Engine).
(7) Overhaul Manual (Airframe).

(8) Overhaul Manual (Engine),
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Structurel Repair Manual,
Complete set of Service Bulletins (Airframe).
Complete set of Service Bulletins (Engine).

F.A.A. Alrcraft Data Sheet.

applicable,

as
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1.

REPUBLIC OF SOUTH AFRICA -~ SPECIAL REQUIREMENTS

An aireraft or any other Class I product, to be eligible for registration
and airworthiness certification by the Government of the Republic of

South Africa, must be eligible for certification in the United States
standard or restricted category and should be covered by an Export Certi-
ficate of Airworthiness, FAA Form 8130-4, in accordance with Part 21 of
the United States Federal Aviation Regulations. Class 1I and Class III
products, to be eligible for approval and installation on certificated
civil aircraft of South African registry, should be exported in accordance
with the applicable provisions of Part 21 of the United States Federal
Aviation Regulations.

When the aircraft is the first of the type or model to be imported into
South Africa, the importer will advise the exporter of this fact and the
exporter is to supply the Secretary for Transport, Department of Transport,
Private Bag 193, Pretoria, Republic of South Africa, with the information
and data material as shown below:

(a) A set of maintenance, overhaul, parts, repair and operations
manuals issued by the wruufacturers of the aircraft, its engine(s),
propeller(s) and installed equipment and containing such information
as is necessary to assemble, maintain, overhaul, repair and operate
the aircraft, its engine(s), propeller{s), and installed equipment.

{(b) A set of all curvent service bulletins, service letters and
modification bulletins, issued in respect of the aircraft, its
engine(s), propeller(s) and installed equipment and written confir-
mation from the manufacturer of the aircraft that, as and when they
are issued, he wiil supply the Secretary for Transport with copies
of amendments to and new 1lssues or revisions of the publications
referred to in this and the preceding subparagraph;

(c) A three-view general arrangemecnt drawing of the aircraft;
(d) A type certificatc data sheet or cquivalent document;

(e) The approved flizht .cuual or an equivalent document;
and

(f) A copy of the manufacturer's proauction flight test report
for the aircraft buing caported.

The exporter must supply the following documents in respect of every
aircraft for which 2 Scoath Afiican Certificate of Airworthiness is
desired:

(a) A certificd statement issued by the manufacturer, indicating
that all mandatory modifications and special inspections have
been complicd with;
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(b) A copy of the aircraft weight and balance report and equipment

list showing the weights and arms of the main components and
installed equipment; and

(c) An approved flight manual or equivsalent document,
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SWEDEN - SPECIAL REQUIREMENTS

1., In addition to the requirements prescribed in Part 21 of the United
States Federal Aviation Regulations, an aircraft to be eligible for
export to Sweden via flyaway must be issued a Swedish Interim Certificate
of Registration and a Swedish temporary certificate of airworthiness.
These certificates will be carried in the aircraft during the delivery
flight from the United States exporter's base to Sweden. 1In such cases,
however, the following is required:

a, Title to the aircraft shall have been transferred to the Swedish
purchaser,

b. Swedish registration and nationality markings shall be properly
displayed on the aircraft.

¢. An Export Certificate of Airworthiness, FAA Form 8130-4, shall be
issued to cover the aircraft concerned.

2. The above Swedish certificates will be issued by the Swedish Royal Board
of Civil Aviation to the Swedish purchaser for forwarding to the flight
crew who 1s making the delivery flight,
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1.

SWITZERLAND - SPECIAL REQUIREMENTS

In addition to the special requirements outlined below, all Class I, 1I,
and III products should be exported in accordance with the applicable
provisions of Part 21 of the United States Federal Aviation Regulations,
in order to be eligible for certification by the Government of
Switzerland, Export certificates of alrworthiness and other related
data should be forwarded to the foreign purchaser, inasmuch as the air
authority of the Government of Switzerland requires that the applicant
(the foreign purchaser) shall submit to that Government such substan-
tiating evidence as may be necessary to establish airworthiness and
eligibility for registration and certification by that Government,

In addition to the foregoing, applicable parts of the following special
requirements prescribed by Switzerland will be complied with when
exporting aircraft:

a, If the aircraft is the firstL/ of a model exported to Switzerland,
the following material shall be furnished with new aircraft:

(1) A copy of the type flight test report, Flight characteristics
of the aircraft shall be described in this report in a manner
convenient for calculating the perforimance of the aircraft over
a reasonable range of weights, altitudes, and atmospheric
conditions, and a statement to this effect shall be made a part
of the report, Esthablished operatilonal limitations, speeds, and
approved loads shall be indicated,

(2) A copy of the manufacturer's production flight test report
applying to the aircraft concerned, including a copy of the
flight checkoff form utilized with respect to the testing of
the aircraft,

(3} Three-view drawings of the major assemblies, installations, and
primary structure,

(4) A type record or stress analysis summary showing, for all
members of the primary structure, their design loads, dimensions,
materials, strength, and margins of safety, or a copy of the
static strength test reports when type approval was granted on
the basis of such tests,

(5) A certified copy of the complete drawing list (quoting latest
issue numbers issued by the manuficturer).

(6) A statement by an authorized representative of the manufacturer
to the effect that all pertinent information, modification

1/ When in doubt as to whether an aircraft is the first of a model, contact

the alr authority of the importing country.
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service bulletins, and revisions to such bulletins will be
automatically distributed to the technical section of the air
authority of the Government of the country of destination,

A catalog of spare parts relating to the aircraft, aireraft
engine(s), propeller(s), and major auxiliary equipment
installed.

Three copies each of operating, maintenance, overhaul, and
repair manuals applying to the aircraft, engine, propeller, or
to equipment installed on the aircraft,

A list of the necessary special tools and equipment (including

a tolerance chart) essential to the inspection and servieing of
the aircraft, engines, propellers, and associated equipment.

This should include inspection timetables, a chart of the lubri-
cating system, and appropriate instructions relating to the fuel
systems,

Three coplies of information or instructions essential to the
assembly and rigging of the aircraft,

A list (in triplicate) of communications equipment installed,
including model, capacity, frequency, operating instructions, etc.

b. 1In case an aircraft of the same model previously has been exported to
and certificated in Switzerland, the following documents or material
shall be furnished by the exporter or by the Government of the country
of origin,

(1)

(2)

The export certificate of airworthiness shall list the propeller
serial numbers, as well as the engine serial numbers,

Three copies each of operating, maintenance, overhaul, and
repair manuals or other related information, as provided for in
2a(8).

3. A list of communications equipment installed, including model, capacity,
frequency, operating instructions, etc,
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UNITED KINGDOM - SPECIAL REQUIREMENTS

The special conditions associated with the Exchange of Notes, Treaty
Series No. 38 (1934) relating to the reciprocal validation of export
certificates of airworthinessl/ which came into effect on the lst July
1956 have been shown by experience to be in need of revision, and the
amended version below is effective as from lst November 1960,

aa

b,

Types of Aircraft, the United States Export Certificates of

Alrworthiness of which were validated by the United Kingdom prior

to the 1lst November 1960.

(1

(2)

3)

(4)

Certain types of aircraft designed and comnstructed in the

United States and issued with an export certificate of airworthi-
ness prior to lst November 1960 may continue to be imported on

a similar basis to that agreed for previous aircraft of the
identical type,

This condition will not be invalidated by minor changes to the
aircraft which do not reduce the previously accepted airworthi-
ness standard,

The main types of aircraft referred to in paragraph (1) are as
follows:

Boeing 377

Boeing 707-436

Douglas  DC.3-C47 Series

bouglas  DC.4 C54A~DC, C54B-DC, C54D-DC
Douglas DC.6

Douglas DC.bA

Douglas DC.6B

Douglas DC.7C

Lockheed Constellation Type 049 and 749

Additional information on performance, however, will be required
in respect of certain of the above-mentioned aircraft certifi-
cated against Part 25 of the Federal Aviation Regulations in
order that they may be operated in accordance with the United
Kingdom Aix Navigation Order 1960, The schedule of additional
information required will be made available by the Air
Registration Board on request.

Special Conditions for Conventional Fixed-Wing Aeroplanes intended

for Public Transport. Aeroplanes in either the transport, normal,

utility, or acrobatic categories may have their export certificate

1/ British documents necessary to determine compliance with U.K. Special

Conditi
rev

ew

er.

ggstﬁre on f%le in each FAA Regional Office and are available for

€ expor
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of airworthiness validated subject to compliance with the following
conditions:

(1)

(2)

3>

@)

(5)

Compliance shall be established with the performance and any
directly associated handling requirements of the British Civil
Airworthiness Requirements, Section D, appropriate to the rele~
vant performance group and current at the date of application
for validation,

The information on the performance and the handling shall be
scheduled in the flight manual in accordance with the British
Civil Airworthiness Requirements, current at the date of appli-
cation for validation,

The aeroplane shall be equipped, or shall be capable of being
equipped, for the conditions under which it is intended to be
operated and in accordance with the requirements of the United
Kingdom Air Navigation Order current at the date of validation,

The radio installation shall comply with the appropriate United
Kingdom legislation,

The aeroplane shall, to the extent deemed essential by the Air
Registration Board, comply with such additional requirements

as may be specified in writing, These additional requirements
will be determined having regard to the differences between the
relevant airworthiness codes of the United States and the United
Kingdom, and to any additional requirements as would be pres-
cribed for comparable aircraft constructed in the United Kingdom,

Applicability of the Special Conditions Stated in Paragraph b.

The applicability is, to some extent, governed by the all-up-weight
of the aeroplane and is as shown hereunder, Unless otherwise stated,
the conditione as given above apply in full,

(1)

Piston-engined Aeroplanes having an all-up-weight not exceeding
6000 pounds,

{(a) (Reference subparagraph b(l).) Advantage may be taken of
the British simplified requirements for small aeroplanes
approprlate to Performance Groups C or D, The performance
date required may be scheduled in a simplified form, details
of which may be obtained from the Air Regilstration Board,

(b) Aeroplanes in this section which will not be certificated
in the public transport category while on the British
Register may have their export certificates of airworthiness
validated without establishing compliance with subparagraphs
b(1) and b(2).
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(c) (Reference subparagraph b(5).) The invoking of this con~
dition is strictly limited to, what would be deemed by the
Air Registration Board, exceptional circumstances,

(2) Piston-engined Aeroplanes having an all-up-weight between
6000 pounds and 12,500 pounds,

(a) (Reference subparagraph b(l).) Advantage may be taken of
the British Simplified Requirements for small aeroplanes
approprlate to Performance Groups C and D,

(b) Aeroplanes in this section which will not be certificated
in the public transport category while on the British
Register may have thelr export certificates of airworthiness
validated without establishing compliance with subparagraphs
b(l) and b(2), and only in exceptional cases would sub=-
paragraph b(5) be invoked.

{(3) Piston-engined Aeroplanes having a maximum all-up-weight in
excess of 12,500 pounds,

(a) (Reference subparagraph b(l).) As an alternative to this
subparagraph, the Air Registration Board will normally be
prepared to recommend validation of an aeroplane certifi-
cated in the United States transport category for operation
in accordance with the rules appropriate to Performance
Group X of the Air Navigation (General) Regulations 1960,

(b) The information contained in the flight manual for operations
in the United States to Federal Aviation Regulations,
Part 121 is usually adequate for this purpose, subject to
the provisions of the following additional information:

1 A statement in the flight manual to the effect that the
aeroplane must be operated to rules appropriate to
Performance Group X of the Air Navigation (General)
Regulations 1960,

2 Data on the effect of the ambient air temperature on
the rates of climb with two engines inoperative.

3 A statement of the air speed to be assumed when
complying with the regulations relating to flight over
water. {(See BCAR, D2-2, paragraph 41,1).

4  The provision of data on the effect of temperature on

the en route rate of climb with one engine Inoperative
is optional. (This data is only needed if the operator
wishes to take advantage of the rules permitting use of
""grift down" procedures.)
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In the case of other than conventional fixed-wing aeroplanes, the

Air Registration Board may, for the issue of a recommendation for the
valigdation of the United States export certificate of airworthiness,
require compliance to be established with the appropriate British
Civil Airworthiness Requirements and such additional requirements as
are applied in the United Kingdom,

Administration and Procedures, The administrative procedures which
must be followed by the applicant for validation are dealt with in
BCAR, Section A. Unless otherwise agreed by the Air Registration
Board, each aeroplane submitted for validaticn shall be accompanied
by the following documents:

(1) An export certificate of airworthiness issued within a peried
of 60 days immediately preceding the date of validation,

(2) Three copies of the flight manual pertaining to the particular
aeroplane,

(3) Two copies of the maintenance manual pertaining to the particular
aeroplane and prepared in a form which will provide information
for the maintenance of the airworthiness of the aeroplane.

NOTE: With reference to (2) and (3) above, fewer copies may be
sufficient in cases where there is already an aircraft
of the same type on the British Register,

Certification of Aeronautical Products, An export certificate of
airworthiness with pertinent data attached will be required in
connection with any Class I product exported from the United States
to the United Kingdom., To be eligible for installation on certifi-
cated civil aircraft registered in the United Kingdom, Class Il and
Class ILI products must be processed in accordance with the appli-
cable provisions of Part 21 of the United States Federal Aviation
Regulations,

Special Conditions_for Restricted Category Aircraft. Applications
for United Kingdom validation of U,S, export certificates of air=-
worthiness issued in respect of restricted category aircraft will be
considered on an individual basis and generally subject to the
following conditilons:

(1) The aircraft type must hold a valid United States "'type
certificate" and be eligible for export to the United Kingdom,

(2) A statement, endorsed by the Federal Aviation Administration,
shall be furnished to the Ailr Registration Board describing the
manner in which the aircraft has been modified from the ''standard
category" configuration to make it suilteble for some "special
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purpose" operation., This statement should also indicate that
part of the Federal Aviation Regulatione and the FAA Aircraft
Specifications or Type Certificate Data Sheet under which the
gircraft would have been eligible for type certification in

the "standard category" except for those "“special purpose"
modifications accomplished by the manufacturer and which are
approved by the Federal Aviation Administration. Other aspects
of the validation procedure being acceptable, the Air Registra-
tion Board will, on the basis of the information provided under
g(2) and such advice as it may seek from the FAA, decide whether
or not to make a recommendation for the United Kingdom validation
of the United States export certificate of airworthiness.
Aircraft certificated in the "restricted category" or designed
to alrworthiness requirements other than FAR, Part 23 or Part 25,
will not normally be eligible for United Kingdom validation.

The general procedures as laid down in the United Kingdom
Special Conditions dated the lst November 1960 will continue to

apply.

# U, 5, GOVERNMENT PRINTING OFFICE : 1884 O - 388-348
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ZAMBIA, REPUBLIC OF - SPECIAL REQUIREMENTS
GENERAL,

a, Any aircraft, to be eligible for the issue of a Certificate of Regis~
tration issued by the Government of the Republic of Zambia, must
qualify for certification in the United States of America in the
standard or restricted category, and an Export Certificate of Air-
worthiness, FAA Form 8130-4, should have been issued in accordance
with Part 21 of the United States Federal Regulations,

b. Class 2 and Class 3 products should be accompanied by documentation
which conform that the item is in accordance with the relevant
section of Part 21 of the United States Federal Aviation Regulations.
An Airworthiness Approval Tag, FAA Form 8130-3 is acceptable.

¢. If the aircraft is to be entered on the Zambia Register of Civil
Aircraft prior to departure from the United States of America, the
Importer will make application to the Zambian Department of Civil
Aviation for the necessary Certificate of Registration, Permit to
Fly and Radio Station License, which must be carried during the
delivery flight,

d. Enquiries should be addressed to the Director of Civil Aviation,
P. O, Box RW 137, Ridgeway, Lusaka, Zambia, marked for the Attention
of the Chief Aircraft Inspector.

AIRCRAFT FIRST OF THE TYPE TO BE REGISTERED IN THE REPUBLIC OF ZAMBIA.
The following documents and data are required:

a. Complete set of maintenance and overhaul manuvals, and parts
catalogues, for:

(1) Airplane,
(2) Engine (s)
(3) Propeller (&)

(4) Any equipment not already installed in an aircraft on the
Zambian Register of Civil Alrcraft.

b. Full set of Service Bulletins, Letters, and Modification Leaflets
issued by the manufacturers in respect of the airframe, engine (s),
propeller (s), and installed equipment,

c. A copy of the Type Certificate, if not already held by the Department, *
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Three copies of the flight manual for the aircraft.

One copy of the production flight test report issued by the
manufacturer.

EACH AIRCRAFT FOR WHICH A ZAMBIAN CERTIFICATE OF AIRWORTHINESS IS TO

BE REQUESTED. The following documentation is required:

a.

A statement, signed by an official representative of the manufac-
turers, showing that all mandatory modifications and special
inspections have been complied with.

The Export Certificate of Afrworthiness, FAA Form 8130-4,
Two copies of the Approved Flight Manual.

Two copies of the Weight & Balance report showing the weights and
arms of the main components, and a list of installed equipment.
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FAA Regiconal Offices Responsible for Civil
Aviation Matters in Foreign Countries
Country or Area FAA Regional Qffice Address
a, Canada Federal Aviation Administration
Federal Building
John F. Kennedy International Airport
Jameica, New York 11430
b. Caribbean Area, South America Federal Aviation Administration
Central America, (excluding P, 0. Box 20636
Mexico) Panama, and the Canal Atlanta, Georgia 30320
Zone
c, Mexico Federal Aviation Administration
P. O, Box 1689
Fort Worth, Texas 76101
d. Area East of East Pakistan and{ Federal Aviation Administration
India, including all free P. O, Box 4009
nations south and east of Honolulu, Hawaii 96812
China
e, Europe, Africa, Middle East Federal Aviation Administration

west of Burma, Iceland Green-
land, and Bermuda

Tour-Madou Building
1 Place Madou
Brussels 3, Belgium
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1.

The

COUNTRIES WITH WHICH THE UNITED STATES HAS
CONCLUDED AGREEMENTS FOR RECIPROCAL
ACCEPTANCE OF AIRWORTHINESS CERTIFICATES

agreements with the following countries are valid for aircraft, air-

craft engines, and propellers, and for spare parts for aircraft, aircraft
engines, and propellers which have been exported under the terms of the
agreements. (Note: The agreement with Japan also includes appliances

and

a.
b.
c.
d.
e,

The
and

a,
b.
C.
d-
e,
£,
g.
h,
i,
jo
k-
1.

The
and

spare parts for appliances exported under the terms of the agreement),

Australia
Austria
Israel
Japan
Switzerland

agreements with the following countries are valid only for aircraft,
components of aircraft exported under the terms of the agreements:

Belgium

Canada

Denmark

France

Germany, Federal Republic of
Italy

Netherlands

Norway

South Africa, Republic of
Spain

Sweden

United Kingdom

agreements with the following countries are valid for gliders only
spare parts for gliders exported under the terms of the agreements:

Finland *
Poland

U. 5, GOVERNMENT PRINTING OFFICE : 1370 O - 410-00%
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DATE: 1un3/70

ADVISORY
CIRCULAR

DEP;RTMENT OF TRANSPORTATION
FEDERAL AVIATION ADMINISTRATION

SUBJECT:

EXPORT AIRWORTHINESS APPROVAL PROCEDURES,

1. PURPOSE, This advisory circular transmits revieed pages to AC No. 21-2B,
dated October 2, 1969.

2. CHANGES:
a. The basic text is revised to:

(1) Provide an explanation of special requirements and bilateral
agreements,

(2) Clarify that export certifjcates of airworthiness do not
constitute authority to operate an aircraft.

(3) Provide additional guidance for completion of an application
for Export Certificate of Airworthiness, FAA Form 8130-1.

(4) Delete paragraph 1f(3) (b) which required the exporter to
provide the FAA representative who issued the Export C of A
with the name and address of the foreign purchaser,

(5) Delete the reference to FAA International Offices (A new
appendix is added giving the FAA Regional Office addresses
to which inquiries should be directed),

(6) Renumber the paragraphs and to incorporate other nonsubstan-
tive changes,

b. Appendix 1 is revised to provide a sample application form which
shows the "engines" and "propellers" blocks completed for an
alrcraft,

Initioted by: Fs-180
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c. Appendix 2 is revised to:
(i) Incorporate special requirement changes requested by the
civil air authority of:
(a) Australia
(b) France
(c) Japan
(d) Kingdom of the Netherlands
(2) Add new special requirements for:
(a) Netherlands Antilles
(b) Republic of Zambia
d. New Appendix 3 and 4 have been added to provide FAA Regional Office
addresses and a list of countries with which the U.8, has bilateral
agreements,
PAGE CONTROL CHART
Remove Pages Dated Insert Pages Dated
i 10/2 /69 i 11/13/70
1 thru 6 10/2 /69 1 thru 6 11/13/70
Appendix 1
1 and 2 10/2/69 1 11/13/70
2 10/2/69
Appendix 2
1 thru 8 10/2 /69 i, 3 thru 7 11/13/70
2, 8 10/2/69
15 and 16 10/2 /69 15 10/2/69
16 11/13/70
21 and 22 10/2/69 21 11/13/70
22 10/2/69
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PAGE CONTROL CHART (continued)
Remove Pages Dated Insert Pages Dated
35 and 36 10/2/69 35 10/2/69
36 11/13/70
41 and 42 10/2/69 41 10/2/69
42 11 /13/70
45 and 46 10/2/69 45 and 46-4 10/2/69
46, 46-1 thru 46-3 11/13/70
65 and 66 11/13/70
Appendix 3
1 11/13/70
Appendix 4
1 ) 11/13/70

adeg

Director
Flight Standards Service
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EXPORT AIRWORTHINESS APFROVAI, PROCEDURES
1. GENERAL.
* a, This advisory circular provides general information and guidance

concerning issuance of export approvals under Federal Aviation
Regulations (FAR) Part 21, Subpart L. As appropriate, the infor-
mation conteined herein sets forth an acceptable means, but not
the sole means, for compliance with the FAR, Paragraphs 2 through
8 are identified to correspond with the section of the FAR under
discussion, Some sections have been intentionally omitted, since
their meaning is clear and further discussion is considered
unnecessary.

Persons in the United States desiring additional information or
advice on how to get an export airworthiness approval may contact
the nearest FAA Pistrict or Regional Office of the Flight Standards
Service, Foreign importers of U,S, seronautical products and U,S,
citizens located in foreign countries may contact the appropriate
FAA office listed in Appendix 3.

Certain foreign countries have notified the FAA of their special
requirements applicable to import into their countries of 1,S,
manufactured aeronautical products or parts. Such requirements are in
Appendix 2. These are generally the special requirements referred
to in Subpart L of FAR 21; however, this does not preclude one of
these countries from applying unique special requirements at their
own option, As applicable in such cases, the civil air asuthority
of the importing country may waive a requirement by providing a
statement that they will validate an export certificate of airwor-
thiness for a product which does not meet specified, normally
applicable FAA requirements. All exceptions covered by the state-
ment from the foreign civil air authority are listed by the issuing
FAA representative on the Export Certificate of Airworthiness,

FAA Form 8130-4, The special requirements of an importing country,
whether general or unique, take precedence over any conflicting
FAA airworthiness requirements and are not considered as being
Yexemptions'" from the FAR,

Appendix 4 lists the countries with which the U,S, has concluded
formal bilateral agreements for reciprocal acceptance of export
certificates of airworthiness, The special requirements in

Appendix 2 include those submitted by some of the bilateral agree-
ment countries as well as special requirements submitted informally
by countries with whom no formal agreement is in effect, An export *
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approval may be issued upon request for a product to be exported

to a country not covered in either Appendix 2 or 4, however, such an
approval would certify compliance with only U.S, airworthiness
standards. Assurance of compliance with any other requirements
which the country may impose would be the responsibility of the
exporter and importer, unless the country chooses to submit their
special requirements for publication in this advisory circular,

e. An Export Certificate of Airworthiness, FAA Form 8130-4, certifies
compliance with applicable requirements but DOES NOT CONSTITUTE
AUTHORITY TO OPERATE AN AIRCRAFT. Information and guidance concern-
ing appropriate sirworthiness certificates and/or flight permits
are in Advisory Circular No. 20-65, "u.S. Airworthiness Certificates
and Authorizationsfor Operation of Domestic and Foreign Aircrafe," *

FAR 21,323 Eligibility., Normally, U.S, citizens engaged in the business
of selling civil aircraft and related products are the ones who will be
the most interested in obtaining export airworthiness approvals for
products being exported; however, other persons, such as individual
aircraft owners or operators, are also eligible provided all other
pertinent requirements are met., It should be noted that, due to limited
FAA resources, only those manufacturers holding an FAA production
approval, and who have in their employ a designated representative of

the Administrator, are eligible to obtain export airworthiness approvals *
for Class I1l products covered by their production approvals.

FAR 21.325 Export Airworthiness Approvals.

a, Samples of the export airworthiness approval forms are shown in
Appendix 1. This section of the regulations covers all the products
which may be approved for export. Subparagraph (b)(2) of Section
21.325 was adopted to make it possible for an owner of a U.S.
certificated aircraft, engine, or propeller which at the time may be
located in a foreign country, to obtain an export airworthiness
approval necessary to the sale of such product to & foreign citizen
without the necessity of returning the product to the U,S, Prior
to concluding a sales agreement, however, the U,S, owner/exporter
is cautioned to contact the appropriate FAA Office (See Appendix 3)
to determine whether the export airworthiness approval can be issued¥
without creating an administrative and inspection burden on the FAA,

b. The date of issuing an export airworthiness approval will always
be the date the product concerned was inspected by the FAA and
found to comply with the pertinent requirements., In other words,
an export airworthiness approval means that AS OF THE DATE OF ITS
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ISSUANCE the product covered thereby was found to be airworthy and
in compliance with the applicable requirements except for any devia-
tions authorized by the air authority of the importing country. ¥In
order to preclude complaints from foreign countries and subsequent
investigations by the FAA, it is recommended that the .S, exporter
ensure the product still meets the pertinent requirements when de-
livered to the forelgn importer,

c. Except for any special requirements which have been filed with
the FAA by the country of import, and those additional requirements
specified in FAR 21, Subpart L, the issue of an export airworthiness
approval does not attest to compliance with any requirements which
may go beyond the MINIMUM airworthiness standards of the regulations
governing domestic certification and maintenance of 1.8, aircraft,
The FAA considers that any additional requirement of the importer
is a matter for settlement between the importer and the U,S, expor-
ter, This is particularly important where USED products are
concerned,

FAR 21,327 Application, Semples of Application for Export Certificate

of Airworthiness, FAA Form 8130-1, are shown in Appendix 1, Part I of
the application should be completed for Class I products and Part II for
Class II products, Class II products being exported by production certi-
ficate holders and all Class III products do not require a written
application, In these cases, oral application or request should be made
to the appropriate FAA designated representative. Subparagraph (a) and
(b) below provide information regarding completion of Parts I and II of
the application.

a, PART I - (For Class I products)

(1) Export Certificate No, - Leave blank,

(2) Items 1 through 4 - Self-explanatory.

(3) Item 5 Description of Product{s) - Self-explanatory, except
as follows:

(a) For an aircraft not under U,S, registry, inmsert in the
"Identification ©No.'" block the nationality and registra-
tion marks supplied by the country of registry or intended
registry and which are displayed on the aircraft, For U.S,
registered aircraft, insert the identification marks as
assigned under FAR Part 47, Any questions concerning the
marking requirements of the importing country should be
resolved between the exporter/importer and the civil air
authority of that country, *

4$10-805 Q - 70 - 2
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(b) Under "FAA Spec., No." insert the pertinent specification
number or the type certificate data sheet number, which-
ever is applicable,

(¢) Under operating time "since overhaul" and "total," leave
blank for new products, For used aircraft, insert the
operating hours since the annual type inspection required
by FAR 21.329, and the total time in service. Since used
engines and propellers must have been newly overhauled,
under FAR 21.329(e), the operating time since overhaul
would reflect only run-in time as required to complete
the overhaul process.

{(d} For aircraft, the engine blocks and, if applicable, the
- propeller blocks should also be completed, %

(4) Item 6. Applicable to new aircraft, to used aircraft being
certificated for the first time, and to the operational flight
check of used aircraft following major repairs, modifications,
or alterations, as required by FAR 91.167.

the "No" box is checked, explain the deviations in Item 1 0 and
attach the original or true copy of covering stzatements, obtained
from the civil air authority of the importing country, that the
product will be acceptable with the deviations listed on the

Export Certificate of Airworthiness,

(5) Tremc; 7 and 8. These items are sp'lf-ewpl_.gp_n_l;gr\r how ever, if

(6) Item 9, Although special corrosion and damage preventative
treatment for products being exported via overseas shipment
is not required by the regulation, this item provides a means

~ FE2Ainll Pk IS hoa -~ P
O OXI1CigLiy uut-umcuua.us the status of such treatment as

required by the regulation, It is recommended that such
products always be appropriately treated for corrosion and
damage prevention,

ltem 10 Remarks, This space is to be used to convey the infor-
mation required under items 7 and 8 and as additionally required
by the regulation. This space may also be used by the exporter
to convey any other infomation he feels is pertinent to facil-
itate issuance of the export airworthiness approval, Additional
sheets may be attached as necessary and eppropriately cross-
referenced, In addition, list the documentation required by

the regulation to be submitted with the application, After
review by the FAA representative, those documents which are
required to be furnished to the importing country under FAR
21.335 will be returned to the applicant,

~
~5
St
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Item 11 Exporter's Certification. This certification is to be
dated and signed in ink by the exporter. The name of the
person signing the application is to be typed or printed on
the form. 1If the person signing the application is the expor-
ter's representative, insert the representative's title in

the space provided.

I - (For Class II products)

Items 12 through 15, are self explanatory.

Item 16 Parts are Eligible on: 1Insert the make and model

of the aircraft, engine, or propeller on which the Class II
products (parts) are eligible for installation, and the FAA
specifications or type certificate data sheets applicable to
such aircraft, engine, or propeller,

item 17, Self-explanatory.

Item 18, This item provides for the description and listing
of the Class II products (parts) being exported, If the
quantity and variety of parts are too voluminous to list in
the space provided, check the first block and, on the line
provided, specifically identify (and attach) the exporter's
shipping document covering the parts concerned. Otherwise,
check the second block and list the parts in the space pro-
vided., 1In either case, if more than one type of Class II
product is involved, they are to he listed according to the
Class I product to which they pertain., Also list serial
numbers or equivalent means of identifying each physical pro-
duct,

Ttem 19. Exporter's Certification, This certification is to
be dated and signed in ink by the exporter. The name of the
person signing the application is to be typed or printed on
the form. If the person signing the application is the
exporter's representative, insert the representative's title
in the space provided.

FAR 21.329, Issue of Export Certificates of Airworthiness, FAA Form

8130-4, for Class I Products, Under the provisions of this Section, an

aircraft of U,S, manufacture need not already possess a standard or
restricted airworthiness certificate, but it is required to meet the
requirements FOR such a certificate, as applicable, On the other hand,
an aircraft of foreign manufacture is required to possess a valid U.S,
STANDARD airworthiness certificate igsued under the provisions of

FAR 21,183 (c).
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FAR 21.331 Issue of Airworthiness Approval Tags, FAA Form 8130-3, for
CLASS II Products. Among other things, Class II products are required

to be identified by means of serial numbers or equivalent. This require-
ment is to provide for positive identification of each product covered

by the export airworthiness approval similar to that provided for Class I
products. This should be of benefit both to the exporter and the FAA
because, in the past, when complaints have been received from foreign
countries, there was no way to determine, in some cases, whether the
parts in question were actually those covered by an export airworthiness
approval or had ever been issued such an approval.

FAR 21,335 Responsibilities of Exporters,

a. Regarding paragraph (e) of FAR 21.335, when title to a U.S, regis~
tered and certificated aircraft passes to the foreign buyer, the
certificate cancellation request, the certification regarding re-
moval of the U,S, markings, and the registration and airworthiness
certificates being returned for cancellation, should be transmitted
to the following address by the exporter:

Federal Aviation Administration
Aircraft Registration Branch, AC-250
Aircraft Records Building, P.0Q, Box 1082
Oklahoma City, Oklahoma 73101

b. The act of showing that products meet the pertinent requirements,
as required by Sectioms 21,329, 21.331, and 21,333, carries with it
the responsibility for making the products available to the FAA
representative for whatever inspection he considers necessary and
appropriate in each case, Normally, his inspection will consist of
a review of the application (when applicable), a review of all re-
lated documents, and an inspection of the finished product or
products to determine their eligibility, proper identification and
configuration, condition for safe operation, and compliance with
special requirementg, (if any) of the importing country.

FAR 21.339 Special Export Airworthiness Approval for Aircraft, 1In the
case of aircraft exported under the provisions of FAR 21.339, when title
to the aircraft has passed to a foreign purchaser, the exporter should:

a, Ensure that all countries except the country in which the aircraft
is sold are deleted by use of ink or typewriter from the original
Export C of A which was carried in the aircraft,

b, Comply with FAR 21.335(e) (reference paragraph 7a of this Advisory
Circular).
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APPENDIX 1 - SAMPLE FORMS

UNITED STATES OF AMERICA Form approved.

DEPARTMENT OF TRAHSPORTATION = FEDERAL AVIATION ADMINISTRATION Sudger Bureau No, 04 RO05Y
EXPORT CERTIFICATE NO.

Application for Export Cerlificate of Airworthiness

INSTRUCTIONS. ~This application is to be submitced to an avthorized FAA representative {one copy) when the peoduct(s) to be
exported is (are) presented for inspection, Use Part I for Class T products and Pare [[ for Class II. For complete aircrait execute
items ) through 11 as applicable. For engines and propellers, omit items SA and 6. Pare I is for FAA use only.

PART |

1 APPLICATION 15 MADE FOR AN EXPORT CERTIFICATE OF AIRNORTHINESS TO COVER THE PRODUCTISI DESCRIBED DELOW, WHICH

15 {ARE):
{ARE K new [J useo {Atreras) [ newLy overnauLeD
2. NAME AND ADORESS OF EXPORTER 3. NAME ANDADDRESS OF FOREIGN PURCHASER 4. COUNTRY OF DESTiNATION
ABC Alrplane Corporation Tokyo News Service
Cleveland, Ohio Tokye, Japan Japan

5. PESCRIPTION OF PRODUCT(S)

IDENTIF)- FAA OPERATING TIME (Howrs)
TYPE MAKE AND MODEL CATION NO. SERIAL NUMBERS SPEC.NO. [ wwer T o .0
2 mncrasy | ABC Alrplane Corp.
Model C-5 JA-VOX 2468 6A17 7.5
AIRECO 18976 E-88-8 10.5
b ENGINES Model 10-470-2 18978 9.2
Senhart Hub No.'s
. PROPELLERS Hub model; SC-82XK-Z 21375 P-99-9 7.5
Blade model: X8498¢C-2 21412 7.5

6. THE AIRCRAFT WAS GIVEN A SATISFACTORY FLIGHT TEST ON _Apri_l___z%_‘.;}iﬁﬁl___v,
',

7. DOES THE PRODUCT COMPLY WITH ALL APPLICABLE FEDERAL AvIATION REGULATIONS, AIRWORTHINESS OIRECTIVES, AND
OTHER FAA REQUIREMENTS? [ves _[Bwo tExplatn tn “Remorks')
8. HAVE APPLICABLE SPECIAL REQUIREMENTS OF THE IMPORTING COUNTRY BEEN COMPLIED WITH?
L m YES [:] NO (Explatn In *"Remerks™} o
9. Psi:lspzléngR PREVENTATIVE TREATMENY BEEN APPLIED TO PRODUCTS SUSCEPTIBLE TO RAFID CORROSION WHEN BEING
Qves {Iwe  Not appl icable. Fly-away delivery
10, REMARKS
The aircraft described above complies with all applicable FAA requirements, except
that a temporary auxiliary fuel system has been installed for the delivery flight.

Documents required by FAR 21.327 a9 applicable, are provided herewith.

[T EXPORTER'S CERTIFICATION 0 T e
The undersigned certifies that the above statements ate true and that the productls) desctibed herein is (are) airworthy and in
<ondition for safe operation except 28 may be noted undet item 10 “Rematks,”” above.

j»;/z}mQ Lhe..
April 29, 1969 John D, Doe Sales Manager

{Date) {Signatura of Applicant or Authorized Representative) {Title)
FAA Form B130.]1 (s-so)

Completed Application for Export Certificate of Airworthiness, FAA Form 8130-1
For Use with Class I Products
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PART I
12. APPLICATION IS MADE FOR APPROVAL OF AERONAUTICAL PARTS FOR EXPORT AS INDICATED BELOW: _
13, NAME AND ADDRESS OF EXPORTER 4. NAME AKD ADDRESS OF FOREION PURCHASER 18. COUNTRY OF DESTINATION
ABC Airplane Corp. Aviation Supplies Ltd, England
Cleveland, Ohio London, England
'6. PARTS ARE ELIGIBLE FOR INSTALLATION ON ABC Alrplane Corp, Model C-3 6417
Make ond Model Cloge § Product) {FAA Spsc. No.l
V1. THE PARTS ARE {chack oneh Buew ] NEWLY OVERHAULED

8. THE PARTS ARE DESCRIBED (check onelr
1 By Mame. Pert Numbsr, ond Quantity on the otteched Invelcs o Packing Shast No.

E] Balow by Home, Part Hymber, and Quentity.

Name Part Number Quantity
Alleron P/N A-456-4 2
Elevator Assy. P/N A-789-2A 2

t5. EXPORTER'S CERTIFICATION
I certify that the foregoing statementa are true and that the pares described hereln are nirworthy sad conform to FAA approved design

dats.

% A e
Maxch 25, 1969 Iohn D), Doe Sa_l.aa_m%r__._._

{Date) ™ (Signatvre of Applicart or Authorlzed Representotive)

PART 1—APPROVAL (FOR FAA USE ONLY)
T5, 17 15 CONSIDERED THAT THE PRODUCTIS) GESCRIBED IN L TS TARE) ATRNORTHY AND CONFORNS)
10 PERTINENT REQUIREMENTS EXCEPT AS NOTED I ITEM 0. ot iorlt

{Numbar) {Dore)
] pELEGATION OPTION MFR. {0 PaA InsPECTOR
APPROVAL TAGS, FORMS FAA =185, WERE ISSUED FOR THE PARTS DESCRIBED IN PART If.

(Signuture}
Chetk One: Ol pur

i,
{Quantity)
22, EXPORT FILE $POT-CHECKED @Y,

{FAS Swptrviing Inspector} (0. O H{J {Uoke]

Completed Application for Export Certificate of Airworthiness, FAA Form 8130-1,
(Reverse Side) for Use with Class II Products
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APPENDIX 2 - SPECIAL REQUIREMENTS OF FOREIGN COUNTRIES

1. This appendix contains special requirements which have been stipulated
by a number of foreign governments as being applicable to aeronautical

products imported into their countries from the United States, Revisions

to this appendix will be made from time to time following receipt of
official notification and documentation from the foreign governments
concerned,

2. The following governments have filed their requirements with the Federal
Aviation Administration:

a, Argentina, Republic of ...uiuiveieerenrorrannnnensonoennane 2
b, Australia, Commonwealth Of...iueevesveuroeennnsesesosnenees 3
c, Brazil, Republic of the United States of...vovvevsevroveass 8
S 03 - R -
France, Republic of svvuvirvnnrunrenvinnsesseinronnsnonsaneall
INA18. 40 tuenuennrnansoarnssoanervsnnsnnevorsensossoncesenssld
Indonesia, RepUBLic Of..vuverecrrannrnrvornnneneennssneneea25
Ireland. . usesreeeenrnsnrsusaseeasensennsrnnsacsanannsanese 28
Israel, State of iuvevnnnnas e 11
Ttaly, Republic of . iviutinenenrrsrnnereenrnnnenenrnnnonses3l
= T 1 . | -
e o < . |
Malaysia, West. ..o iiieiienvennnsrecnnonnnss D 4 14
Netherlands, RKingdom of...eueuuusnnresnsrnnnnnrensnenneeens 42
Netherlands Antilles....eveunsueesvecencocannernencnnnaees lib
New Zealand.....o.veiusnsenesvenecroveasenoncesnooncaceneas ibods
PAKISEAN. o4y evsesrasnssnsnonnsvnosrrosasnosnssrasocsaenaessdid
Philippines, Republic Of...uuvevurrveeaonererncassoneesessssi0
Rhodesia, . u.eiiuienrecnsnioeneneearoennsresesnsosaseneneessdl
Singapore, Republic of....civuvvevrennrvovnnansrsssansesassd3

-

L]

.

MO O S H e D0 kD

~
- s .

U, South Africa, Republic of,.iiiuiisirerenreneernnnesnneeneesd’
B -1 L= - ¢ . ¥ |
We SWitzerland.,..ivueeereernneonornerrrinsnroesvsnonseennsesesB
XK. United KIngdom.ss.oeseeeooseasenearsnnnsorsaneoorsncsansasab0

zambiﬂ.......-- ----- L R R I N R R R I R R I R 0165

*
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ARGENTINA, REPUBLIC OF - SPECIAL REQUIREMENTS

In order to be eligible for certification by the Argentine Government,
Class I aeronautical products must be covered by export certificates
of ailrworthiness as provided for in Part 21 of the United States
Federal Aviation Regulations., Complete aircraft (new or used) to be
registered in the Argentine Republic will require the following
documents:

a.
b,

Ce

d.

€

Export Certificate of Airworthiness, FAA Form 8130-4,

Record of aircraft and engines, including logbooks,

Copy of the Federal Aviation administration Approved Flight Manual,
if applicable.

Copy of the weight and balance report and equipment list.
Major Repair and Alteration Form, FAA Form 337, or equivalent, if

repalrs and/or alterations have been accomplished on the exported
aircraft,

Class II and Class III products shall be exported in accordance with the
provisions prescribed in Part 21 of the United States Federal Aviation
Regulations.
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AUSTRALIA, COMMONWEALTH OF -~-SPECIAL REQUIREMENTS

Alrcraft, to be eligible for certification in Australia, in addition to
the requirements prescribed in Part 21 of the United States Federal
Aviation Regulations, must be demonstrated to comply with the requirements
of the appropriate Section of Part 101 of the Air Navigation Orders

issued by the Director General of Civil Aviation in Australia, fThe
following guidance is offered:

al

A United States Export Certificate of Airworthiness for export to
Australia without exceptions will be considered as evidence that an
aircraft complies with the requirements for the issue of an Austra-
lian Certificate of Airworthiness provided the Export Certificate
has been issued for no longer than 90 days or 50 operating hours.,

The appropriate Section of the Australian Air Navigation Orders

Part 101 will be that appropriate to the category of certification
required and the class of aircraft concerned. The Section against
which the aircraft has been demonstrated to comply should be
endorsed on the Export Certificate of Airworthiness, *

Aircraft may be issued with Australian certificates of airworthiness
in one or more of the following categories:

(1) Transport;

(2) Normal;

(3) utility;

(4) Acrobatic;

(5) Agricultural;

(6) Developmental; and

(7) Special,

The Sections of Air Navigation Orders Part 101 relevant to civil
aircraft constructed in the United States of America, its territories
and possessions; and exported to Australia are:

(1) Trensport Category,

(a) A.N,0, Section 101.4, "Imported Aeroplanes Not Above
12,500 1b, in the Transport Category,"

(b) A.N.0, Section 101.6, "Imported Turbine Aeroplanes Above
12,500 1b, Designed to CAR and FAR,"

(c) A.N,0, Section 101.8, "Imported Piston Aeroplanes Above
12,500 1lb, Designed to CAR and FAR."

410-608 O - 70 - 3
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(d) A.N,0, Section 101,10, "Imported Rotorcraft Designed to
CAR and FAR in the Transport Category."

{2 Normal, Utility, and Acrobatic Categories,

(a) AN,0, Section 101.22, "Imported Aeroplanes in the Normal,
Utility and Acrobatic Categories,"

(b) A/N.0, Section 101.24, "Imported Rotorcraft in the Normail
Category."

(3) Agricultural cCategory. A.N,0, Section 101,17, "Imported
Aeroplanes Not Above 12,500 1b. in the Agricultural Category."

(4) Developmental Category. A.N,0, Section 101,31, '"Developmental
Alrcraft."

(5) There are other Sections of Alr Navigation Orders relating to
aircraft designed against the British Civil Airworthiness
Requirements, while the requirements for the Special Category
are advised as special conditions to suit individual cases not
provided for in the other categories,

Aircraft certificated in the United States only in the Restricted
Category normally will be eligible for export to and certification
in Australia only in the agricultural category in accordance with
Section 101,17 of the Air Navigation Orders. Aircraft certificated
in the United States only in the Limited Category will not normally
be eligible for certification in Australia,

The procedures to be followed for the issue of an Australian certifi-
cate of ajrworthiness are specified in the Australian Air Navigation
Orders Section 100,2,

Copies of Air Navigation Orders may be perused at the various regio-
nal offices of the Federal Aviation Administration or at the office
of the Civil Air Attache, Embassy of Austrazlia, 1601 Massachusetts
Avenue N, W,, Washington, D, C., 20036, or may be obtained by mail
from The Director General, Department of Civil Aviation, Box 1839Q,
G.P.0,., Melbourne, Vic. 3001, Australia,

An Export Certificate of Airworthiness, for export to Austreliae, in
accordance with the requirements prescribed in Part 21 of the Federal
Aviation Regulations may be issued when it has been demonstrated to the
responsible region of the FAA that the aircraft complies with the require-
ments of the appropriate Section of Part 101 of Air Navigation Orders.
Alternatively, such an Export Certificate of Airworthiness may be issued
vhen it has been demonstrated to the Department of Civil Aviation that the
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ailrcraft complies with the appropriate Section of Part 101 of Air
Navigation Orders and -the Director General of Civil Aviation has advised
the responsible region of the FAA in writing of its acceptance of the
aircraft, The following guidance is offered;

a, Export alrworthiness approval of aircraft located outside the
United States of America, its territories or possessions will be
subject to the provisions of subparagraph (b)(2), Section 21.325,
Part 21, of the Federal Aviation Regulations.

b. Compliance with the requirements of Air Navigation Orders may be
demonstrated to an authorized officer or officers of the Australian
Department of Civil Aviation, These officers will normally visit the
United States to assess compliance only in the case of transport
category aircraft of maximum take-off weight greater tham 12,560 1b.

Iin some circumstances it may be impossible or undesirable to show that an
aircraft complies with all thé requirements of the appropriate Section of
Part 101 of Air Navigation Orders until the aircraft arrives in Australia,
Similarly it mey be more appropriate that modification to achieve compli-
ance with the Air Navigation Orders be deferred until the aircraft arrives
in Australias, In these circumstances an Export Certificate of Airworthi-
ness for export to Australia may be issued in accordance with the require-
ments prescribed in Part 21 of the Federal Aviation Regulations when it
has been demonstrated to the responsible region of the FAA that the air-
craft complies with such of the requirements of the appropriate Section
of Part 101 of the Air Navigation Orders as are desired and the require-
ments not complied with are clearly established. The Export Certificate
of Airworthiness will be endorsed with those exceptions and with the
applicable Section of Air Navigation Orders Part 101 against which the
demonstration has been made, The following guidance is offered: *

a, Circumstances in which it may not be possible to demonstrate compli-
ance with the requirements before export include the following:

(1) Those where interpretations or assessments have to be given by
the Department of Civil Aviation and where an authorized officer
is not available in the U,S, to perform these functions; and

(2) Those where demonstrations of radio communication/navigation and
other electronic equipment need to be given usl ng Australian
ground aids.

b, There are some circumstances where compliance can only be demonstrated
or modification can only be performed by the manufacturer in which
cases the applicant should note the possibility of difficulties deve-
loping later, should he proceed without that compliance, *
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c. In the circumstances concerned, the U.S, Export Certificate of Air-
worthiness, if it has been issued for noc longer than 90 days or 50
operating hours, will be validated, if so requested, to permit the
aircraft to be flown to Australia., An Australian Certificate of
Airworthiness will be issued for the aircraft only when it has been
demonstrated to the Department of Civil Aviation that the previously
unfulfilled requirements have been complied with or agreement has
been reached with the Australian applicant as to a program of compl-
iance. *

In some cases it may not be possible, before export of an mircraft to
Australia, to provide all the documents and data required by the relevant
Section of Part 101 of Air Navigation Orders. In these cases an Export
Certificate of Airworthiness for export to Australia may be issued in
accordance with the requirements prescribed in Part 21 of the Federal
Aviation Regulations when as many of the documents and data as possible
are supplied to the responsible region of the FAA and documents and data
not supplied are clearly defined, The Export Certificate of Airworthiness
will be endorsed with those exceptions and with the applicable Section

of Air Navigation Orders, Part 101 against which the supply of documents
and data has been assessed. The following guidance is offered: *

a. The documents and data required, by the Air Navigation Orders, to be
supplied to the Director General of Civil Aviation, include data on
each aircraft as well as on the aircraft type, These latter docu-
ments are only required when the aircraft is the first of its type
to be imported into Australia, Subsequent aircraft of the same type
and model are only required to be supported by documents appropriate
to the individual aircraft,

b. The vendor or exporter should obtain advice from the purchaser (on
the basis of information furnished to the purchaser by the Australian
Department of Civil Aviation), or from & representative of the Depart-
ment of Civil Aviation, as to whether an aircraft is the first of its
type or model to be imported into Australia,

c. Practically all of the documents and data concerned can only be
supplied by the manufacturer and therefore, the epplicant should
note the possibility of difficulties developing later should he
proceed without that material.

d. In the circumstances concerned, the United States Export Certificate
of Airworthiness may be validated, if so requested, to permit the
ajrcraft to be flown to Australia, An Australian Certificate of
Airworthiness will be issued for the aircraft only when the remain-
ing documents and data have been supplied to the Department of Civil
Aviation or agreement has been reached with the Australian applicant
as to a program for supply of the material, *
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Alrcraft engines and propellers which are exported to Australis as
spares, i.e., not as parts of a particular aircraft, to be eligible for
use on Australian aircraft must comply with the type design, must be new
or newly overhauled as defined in Part 21 of the United States FARs and
must have a log book. In addition, such engines and propellers are
required to conform with modifications and specified manufacturers'
service documents which are made mandatory by Air Navigation Orders.

The following guidance is offered:

a, A United States Export Certificate of Airworthiness for export to
Anstralia will be considered as evidence that an aircraft engine or
propeller conforms with the type design and is either new or newly
overhauled,

b. Engines and propellers need not incorporate modifications or manu-
facturers' service documents made mandatory by the Director-General
prior to export to Australia., However, since it may be difficult
to determine in Australia whether the product complies with the

+hL Ad £4 + ~F
mandatory documents, information as to the modification status of

product would be of help to the Australian user. An appropriate
statement either in a log book or separately issued by the person
or organization issuing the United States Export Certificate of
Airworthiness will be considered as evidence of the modification
SLatus,

b1 )

Class IT and Class II1I products which are exported to Australia as

spares, l.e., not as parts of a particular aircraft,to be eligible for use
on Australian aircraft must conform with the type design and must be new
or newly overhauled as defined in Part 21 of the United States FARs. In
addition, such products are required to conform with modifications and
specified manufacturers' service documents which are made mandatory by
Air Navigation Orders., The following guidance is offered:

a. An Airworthipess Approval Tag, FAA Form 8130-3, issued in accordance
with the requirements of Part 21 of the United States FARs will be
considered as evidence that the products conform with the type design
and are either new or newly overhauled.

b. Products need not incorporate modification or manufacturers' service
documents made mandatory by the Director General prior to export to
Australia. However, since it may be difficult to determine in .
Australia whether the product complies with the mandatory documents,
information as to the modification status of a product would be of
help to the Australian user, A statement by the person issuing the
airworthiness approval tag will be considered as evidence of the
modification status of the products,
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BRAZIL, REPUBLIC OF THE UNITED STATES OF -~ SPECIAL REQUIREMENTS

To be eligible for registration and airworthiness certification by the
Government of Brazil, Class I, 11, and III products will be processed in
accordance with the instructions contained in paragraphs a., b., and

C.y below,

8.

b,

Ce

The manufacturer or supplier must hold or obtain one or more of the
following FAA approvals, unless otherwise approved by a Brazilian
Governmental agency, e.g., Brazilian Air Force, etc,:

{1) A current valid FAA production certificate for the product
involved, as outlined in Federal Aviation Regulations Part 21,

(2) An FAA Approved Production Inspection System (FAA-APIS), as
provided in Federal Aviation Regulations Part 21, Subpart F,

(3) An FAA replacement and modification parts manufacturer approval
(FAA-PMA) as provided in Federal Aviation Regulations Part 21,
Subpart K., In this case, parts, containers, and invoices will
bear evidence of the manufacturer's name, address, the part
number reglstered trademark, when described in FAA approval
letter, and the symbol "FAA-PMA."

(4) Technical Standard Order (TSO) letter of acceptance, or
authorization issued by the FAA per Federal Aviation Regulations
Part 370

Reconditioned, used, or surplus parts, must be accompanied by a
certification statement signed by an FAA certified repair station
holding a currently valid certificate, or by a certified aircraft

and powerplant mechanic, as provided for under FAR Parts 145 and

65, respectively. The return to service maintenance records required
by Federal Aviation Regulations 43 shall accompany the parts.

NOTE: The provisions of the above paragraphe are not applicable to
standard parts (such as nuts and bolts) conforming to estab-
lished industry or Government specifications, e.g., Standard
Aircraft Equipment (SAE), and Military Specifications (MIL
SPECQ)O

In &1l instances, suppliers must certify on the face of theilr invoice
that the product involved was manufactured under one or more of the
above procedures; i.e., FAA PC No. 3 FAA~APIS letter dated 3
FAA-PMA letter dated 3 TSO No. ; SAE No, ; MIL Spec.

; other Governmment or Industry Specifications .
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NOTE: An aircraft having major changes which required approval
under Federal Aviation Regulations (FAR) Part 21, Section
21,97 and/or FAR Part 21, Subpart E is not eligible to
obtain a French airworthiness certificate under the pro-
visions of paragraph 2a(2), even though an aircraft of the
same model may have been issued a French airworthiness
certificate prior to October 12, 1968. In order to obtain
& Freanch standard airworthiness certificate, the applicant
must comply with the procedures outlined under paragraph
2a(l). A French type certificate for import or an
extension of a type certificate for import will be issued
each time that the FAA issues & new type certificate or an
STC for a model based on a model previously imported.

b. Special Airworthiness Certificates. A French special airworthiness
certificate may be issued to an aircraft of a model for which appli-
cation has been made for a French type certificate for import, in order
to facilitate its use under the conditions spelled out in Article 5,
paragraph 2B of the CNAC, provided that the Secretariat General of
Aviation Civil (S.G.A.C,) is familiar with the model. In addition,
the procedure required for issuance of special airworthiness certifi-
cates will be applied in the case of aircraft in the restricted
category.

c. Permit, A permit may be issued by the $.G.A.C. to an aircraft which
has provisional French registration markings, only to permit the
ferrying and tests necessary for aircraft type certification., Normally,
the 5,G,A,C. will not authorize any private utilization and the permit
may, basically, be renewed only for a total period of time not to
exceed one year (reference CNAC Articles 13 and 19, and Article 5,
paragraph 3).

Requirements for Issuance of Prench Type Certificates for Import for U.S.
Manufactured Aircraft.

a, Applicant,

(1) The applicant for a French type certificate for import must be
the person responsible for maintaining the level of airworthiness
for the aircraft. Generally such person would be the manufacturer
who originally obtained, and who holds the U,S5, type certificate,
If the U.S. type certificate has been transferred by the original
holder, the new holder (applicant) must be capable of, and
respensible for maintaining the level of airworthiness,

(2) In exceptional cases, it is possible to aceept an application for
a French type certificate for import from a person who is not the
U.S, type certificate holder, provided that the applicant furnishes
proof that he has been duly authorized to take over complete
regponsibility for the type certificate under the licenging
provisions of Federal Aviation Regulations Part 21, Section 21.47.
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Documents, The required documents are specified in Article 11 of the
CNAC and under paragraph 5 of these special requirements.

Special Conditioms., A U.S. applicant for a French type certificate
for import must show compliance with the applicable FARs, plus any
special 'conditions imposed by the §,G,A.C, Three types of special
conditions are outlined in paragraphs 3c(l), (2), and (3). The
primary purpose of the special conditions is to guarantee an air-
worthiness level equivalent to that of aircraft built and certified
in France,

(1) Administrative Special Conditions.

(a) Language. The documents which the 8,G.A.C. requires to be
furnished may be in English except for the following, which
must be provided in French:

I

The type certificate (T.C.,), data sheet;

The flight manual; and

1~

[

The proposed maintenance guide.

NOTE: The S$,.,G.,A.C, will verify the translations of these
documents and must approve the TC data sheet and
the flight manual,

(b) Document Format. The T.C, data sheet, flight manual, and
proposed maintenance guide must be prepared in accordance
with the formats specified in the following:

1l T,C, Data Sheet, The SGAC will accept a simple translation
into French of the TC data sheets approved by the FAA,

2 Flight Manual, The flight manual in French, which must
be carried in each aircraft imported into France, must
be either a simple translation of the FAA approved flight
manual when one exists, or if a flight manual does not
exigt, a similar document must be established for the
purpose of import into France and must contain the
following sections:

Limitations.
Normal Operaticns
Emergency Operations,

Performance (Limited to only the approved performance
conforming to the requirements of the applicable
airworthiness FAR part.) *

o jo o [»
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* b. The documents listed in paragraph 3c(l)(a)2 and 3, as well as the *
following documents, will be required for each individual NEW aircraft
imported into France.

(1) One copy of a list of radic and electrical equipment items,
with their characteristics and their operating instructions.
These equipment items must conform to the applicable categories
for which there are French certification requirements.

(2) One copy of the production flight test report for the aircraft
involved, including a copy of the flight test checklist
utilized when testing the ailrcraft.

(3) A U.S. Export Certificate of Alrworthiness, FAA Form 8130-4,
for the aircraft.

(4) A weight and balance record containing a complete inventory of
all equipment and instruments.

(5) A list of modifications that have been incorporated, at least
those covered by service bulletins, except that, if the
manufacturer's information distribution system has been found
satisfactory by the S.G.A.C., submittal of such a list is not
required,

¢. For an individual, USED aircraft, the following documents must be
furnished in addition to those specified under paragraph 5b:

(1) A summary of modifications, including:
(a) A summary of mandatory changes made,

(b) A list of modifications recommended by the manufacturer
{service bulletins, etc.),

{c) A list and description of modifications made by the
previous owners.

(2) A summary and date of past maintenance inspections and the
operating hours since the last inspection of each type.
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6. Example of Standard Application Form for a French Type Certificate for
Import.

1. a. Application for Type Certificate for Import: [ /

b. Application for Extension of Type Certificate for
Import. (Type Certificate No. ):

2. Name of Applicant:

3. Status of applicant with respect to aircraft to be certificated:
Original Manufacturer: [ 7/ Licensee: —7

4. Applicant's Complete Address:

5. Address of Production Plant:

6. Aircraft Description:
Make:

Model:

7. Descriptive Documents (enclose copies with application):
a, FAA Type Certificate No.
b. FAA Type Certificate Data Sheet dated

8. FAA Type Certification Basis (FAR):

9, Date:

10. Applicant's Title and Signature:
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(9) Structural Repair Manual.

(10) Complete set of Service Bulletins (Airframe).
(11) Complete set of Service Bulletins (Engine).
(12) F.A.A. Aircraft Data Sheet.

(13) F.A.A. Engine Data Sheet.

c. Amendment service for the above documents must be provided as
applicable,
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KINGDOM OF THE NETHERLANDS - SPECIAL REQUIREMENTS
(ISSUE 2)

1, INTRODUCTION. The special requirements associated with the Agreement on
the reciprocal validation of export certificates of airworthiness of
May 22, 1956, based on the Exchange of Notes between the United States
and the Kingdom of the Netherlands of September 19 and November 14, 1955,
are prescribed in this document, These requirements are effective from
the lst of July 1967, Issue 2 is effective from the 1lst of July 1969,
The requirements specified in this document apply only to aircraft

* exported to the Netherlands, and not to those exported to Surinam.

2. GENERAL.

a. The airecraft, in addition to the requirements prescribed in Part 21
of the United States Federal Aviation Regulations, must be eligible
for certification in the "standard" classification. This excludes
tregtricted", "limited", and 'experimental' aircraft, except on an
individual basis after referral to the Netherlands Department of
Civil Aviation, Rijks Luchtvaart Dienst (RLD); (See Fote 4a).

b. Aircraft with a certification basis older than March 5, 1952 and
being of a type which had no Netherlands airworthiness approval
during the last six years, are excluded from import to the Nether-
lands, except on an individual basis after referral to the RLD;

c. Without prejudice to the foregoing, aircraft types, the United States
Export Certificates of Airworthiness of which were validated already
by the RLD, may continue to be imported on a similar basis to that
agreed for previous aircraft of the identical type. An aircraft is
conzidered of an identical type if the changes are none or only minor
and do not reduce previously accepted airworthiness standards. The
types of aircraft referred above are specified under paragraph 5.

d., For each used aircraft the RLD will, after inspection of the air-
craft, establish on the basis of their findings and on the basis of
the maintenance records of the aircraft, the phase in the RLD
approved maintenance schedule from which this schedule must be
followed and the additional maintenance to be performed for this
phase of the maintenance schedule.

3. DOCUMENTS AND DATA REQUIRED. The application for the issue or validation
of a certificate of airworthiness shall be accompanied by the following
documents and data.

a. For the first aircraft of a specific make and model being imported.
(See Note 4c).

(1) The design and test data specified in Annex A, (See Note 4b).
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Manufacturer Model Manufacturer Model
CESSNA 150¢C GRUMMAN AGCAT G 164 A
150E P&W R 985-An-1I
150F (450 hp)
150G Ham.5td,.6101~A~12
172
1724 N.A.AVIATION AT-6
1728
1728 HUGHES 2693
i;gg LOCKHEED L-lgzc
! L-1049G
1825 L-1049H
Al88 MOONEY M=-204
P206
U206A PIPER J3C-65(L-4J)
PA-18-125
CONVAIR 640 PA-18A-135
DOUGLAS DC-3C-81C-3G PA-18-150
C54B-DC PA-18A-150
DC-6 PA-19
DC-6A PA-22-108
DC~6B PA-22-150
DC-7C PA-22-160
DC-8~-33 PA-23-160
DC-8-53 PA-23-235
DC=8~55 PA-24-250
DC-8F=55 PA=25-235
DC-8-63 PA-28-140
DC~9-15 PA-28-160
DC-9-32 PA-28-18B0
DC-9-33F PA-30
ERCOUPE 415-D SIKORSKY S-61 N
_—— §=62 A
FAIRCHILD 24R 46 A STINSON L=-5B
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KINGDOM OF THE NETHERLANDS - SPECIAL REOUTREMENTS NETHERLANDS ANTTLLES

1. General. The special conditions associated with the Exchange of Notes
between the United States and the Kingdom of the Netherlands of Septem-
ber 19 and November 4, 1955, relating to the reciprocal validation of
export certificates of airworthiness for aircraft are prescribed below.

These conditions apply only to export of aircraft to the Netherlands
Antilles

sutlvacaias

a. The aircraft, in addition to the requirements prescribed in Part 21
of the United States Federal Aviation Regulations, must be eligible
for certification in the "standard" classification. This excludes

"racfrantnﬂ L "14m1rnd " and "exnerimental" aircraft excent on an
reriment ircralit, except on

individual b351s after referral to the Department of Civil Aviation,
Netherlands Antilles (Department van Luchtvaart Nederlandse Antillen
(D.V.L. N.A,)) (See Note ba.)

T AL e Ba __2 1 - ek S R | O 1 el e __ _t [ = amCh PR, |
D. ALICIEIL WILI 4 CCILALICHLILIQII DEgib QOLUuCEl LwhEn arcn 2, L1L73Z, NG
being of a type which had no Netherlands Antillean airworthiness

approval during the last six years, are excluded from import into
the Netherlands Antilles except on an individual basis after refer~
ral to the D,V,L. N.A,

c. Without prejudice to the foregoing, aircraft types, the United States
Export Certificates of Airworthiness of which were validated by the
p,v,L., N,A, prior to July 1, 1967, may continue to be imported on a
similar basis to that agreed for previous ailrcraft of the identical
type. An aircraft is considered of an identical type if the changes
are none or only minor and do not reduce previously accepted air-
worthiness standards, The types of aircraft referred above are as

follows:
Manufacturer Model Manufacturer Model
Aero Commander 100 Curtiss Wright Super C-46
Beech €-50 Dornier DO 284-~1
D 50 B
65-~A80 Fokker F 27~500
Cessna 150 H McDonnel Douglas DC9-15
172 C Mooney M20-5
172 H
1;2 T de Havilland DHC-6
175 ¢C Piper PA 23-160
182 E PA 28-160
182 M PA 28-180
PA 22-150

Convair 340 J-3
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2, DOCUMENTS AND DATA REQUIRED, The following documents and data shall be
submitted to the D,V.L. N.A,

a, For all aircraft.

(1) Certificate of airworthiness for export issued not more than
60 days prior to the application for validation.

(2) FAA approved Airplane Flight Manual and weight and balance re-
port with equipment list,

{3 CcCertificated aircraft and engine logbooks, and when available
propeller logbooks, or other equivalent historical records
showing total operating time,.

(4) A certified statement regarding any flight or operational
iimitations, exemptions, or restrictions, which may have been
prescribed by the FAA, because of design or structural
characteristics or features incorporated which are not in
conformity with date forming the basis for the initial type
certification of aircraft of this type.

(5) A certified statement regarding the modification status of
alrcraft with respect to airworthiness directives or other
changes prescribed by the FAA subsequent to issuance of the
original type specification or type certificate for the air-
craft., Major repair and alteration form, F,A.A, Form 337, or
equivalent, if repairs and/or alterations have been accomp-
lished on the exported aircraft,

b. For Aircraft being the First of a Type Exported to the Netherlands

Antilles (See Note 6c). In addition to the documents and data
mentioned in the preceding paragraph the following documentation
and aaca shall in general be submitted: (The D,V.L, N.A. will
inform on request regarding such of the listed documents and data
as may be required in each specific area,)

(1> Manuals related to aircraft, The Maintenance Manual, Overhaul
Manual, Repair Manual, Parts Catalog, and a copy of the
customer's specification for the aircraft, together with &
specimen copy of the approved Airplane Filight Menual. A copy
of information or instructions essential to the assembly and
rigging of the aircraft,

(2) * Manuals related to mzjor parts. The approved Operating
Manual, Maintenance Manual, Overhaul Manual, and Repair Manual
for each type of engine;propeller, and major auxiliarly equip-
ment fitted to the aircraft. A list of communications equipment
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installed, including model, capacity, frequency, operating
instructions, etc.

NOTE: If possible, the documents specified in (1) and
(2) shall be delivered well in advance of the
intended delivery date of the aircraft,

(3) Bulletins., A complete set of service publications includiang
bulletins issued by the manufacturers of the aircraft and by the
manufacturers of  engines, propellers and other type certificated
equipment installed thereon, and a statement by an authorized
representative of the aircraft manufacturer to the effect that
he will undertake to supply the D,V.L, N,A, with a copy of all
new such bulletins,

(4) Design and test data., The design data and test data listed
in Annex A (see Note 6b.)

TECHNICAL REQUIREMENTS,

a.

b.

The aircraft shall to the extent deemed egssential by the D,V,L, NLA,
comply with such additional requirements as may be specified in
writing., These additional requirements will be determined having
regard to the differences between the relevant airworthiness codes
of the United States and the Netherlands, and to any additional
requirements as would be prescribed for comparable aircraft in the
Netherlands.

Unless otherwise stated the conditions listed in Annex B apply (See
Note 6b),

USED AYRCRAFT, FTor each used aircraft the D,V.L. N,A, will after inspec-
tion of the aircraft establish on the basis of their findings and on the
basis of the maintenance records of the aircraft, the phase in the D.V.L.
N.A, approved maintenance schedule from which this schedule must be fol-
lowed and the additional maintenance tc be performed for this phase of
the maintenance schedule,

FLY-AWAY ATRCRAFT.

a.

In the case of aircraft delivered via flyaway, the export certificate
of airworthiness, certified loghooks, FAA approved Airplane Flight
Manuals, weight and balance report &nd equipment list and such

other documents as may be essential to the safe operation of the
aircraft, shall accompany the aircraft and be delivered to the

D.V.L, N.A, on arrival in the Netherlands Antilles.
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b. If delivery of an aircraft is via fly-away, the aircraft shall

b,

C.

carry certificates of airworthiness and registration and a letter
of authority to cover the use of radio, valid for the delivery
flight, issued by the D,V,L. N,A, All inquiries relating to the
tssuance of Netherlands Antilles certificates of registration and

certificates of airworthiness should be addressed to the D,V,L. N,A,

The address of the Department of Civil Aviation:
Department van Luchtvaart
Dr, A, Plesman Luchthaven
Curacao, Nederlandse Antillen,

Annexes A and B are available from the D,V.L., N.A,

The D,V,L, N.A, will inform on request whether an aircraft is the
first of a type to be exported to the Netherlands Antilles,
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NEW ZEALAND - SPECIAL REQUIREMENTS

ot

to bhe alicible for sxnort to New Zealand., in addition to the
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requirements prescribed in Part 21 of the United States Federal Aviation
Regul ations, must comply with these special requirements,

irearaft
iirgrart

Aircraft which are certificated only in the restricted category will not
be considered as CLLBLULﬁ for LUS&&L&GLiUH or ailrworthiness certification
in New Zealand, and export certificates of airworthiness issued to such
airecraft will not be validated by that Government, Any modifications to
aircraft initially designed to comply with requirements for type certifi-
cation in the normal, utility, acrobatic or transport categories must be
approved on the basis of requirements contained in the regulations for
those categories, as applicable, to be eligible for certification in

New Zealand.

Export certlificates of airworthiness and other forms and supporting data
relating to aeronautical products exported to New Zealand shall be
forwarded to the Director of Civil Aviation, Air Department, Civil
Aviation Branch, Wellington C,l, New Zealand, This material shall include
logbooks or other historical records relating te aircraft or engines
exported,

An export certificate of airworthiness is required in comnection with any
Class I product exported from the U,S. to New Zealand., Class II and
Class I1I products to be eligible for approval and installation on
certificated civil aircraft of New Zealand registry, should be exported
in accordance with the applicable provisions of Part 21 of the United
States Federal Aviation Regulations.

If an aircraft is the firstl/ of a model to be exported to New Zealand,
the following material will be furnished:

a, An export certificate of airworthiness (required with all Class I
products),
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the aircraft.

c. A certified copy of the complete drawing list (quoting latest issue
numbers issued by the manufacturer).

d. A basic load ve

and reserve fac

f'f

P gl
to f
e, Evidence of strength of primary structure as ascertained by physical

tests of calculations (stress analysis or static test reports
acceptable).

When in doubt as to whether an ailrcraft is the first of a model, contact

the air authority of the importing country.
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ZAMBIA, REPUBLIC OF - SPECIAL REQUIREMENTS
GENERAL,

a. Any aircraft, to be eligible for the issue of a Certificate of Regis-
tration issued by the Government of the Republic of Zambia, must
qualify for certification in the United States of America in the
standard or restricted category, and an Export Certificate of Air-
worthiness, FAA Form 8130-4, should have been issued in accordance
with Part 21 of the United States Federal Regulations,

b, Class 2 and Class 3 products should be accompanied by documentation
which conform that the -item is in accordance with the relevant
section of Part 21 of the United States Federal Aviation Regulations.
An Airworthiness Approval Tag, FAA Form 8130-3 is acceptable,

c. If the aircraft is to be entered on the Zambia Register of Civil
Alreraft prior to departure from the United States of America, the
Importer will make application to the Zsmbian Department of Civil
Aviation for the necessary Certificate of Registration, Permit to
Fly and Radio Station Licenge, which must be carried during the
delivery flight.

d. Enquiries should be addressed to the Director of Civil Aviation,
P. O. Box RW 137, Ridgeway, Lusaka, Zambia, marked for the Attention
of the Chief Aircraft Imspector.

AIRCRAFT FIRST OF THE TYPE TO BE REGISTERED IN THE REPUBLIC OF ZAMBIA,
The following documents and dats are required:

a, Complete set of maintenance and overhaul manuals, and parts
catalogues, for:

(1) Airplane,
(2) Eagine (g)
(3) Propeller (s)

(4) Any equipment not already installed in an aircraft on the
Zambian Register of Civil Aircraft,

b. Full set of Service Bulletins, Letters,and Modification Leaflets
issued by the manufacturers in respect of the airframe, engine (s),
propeller (s), and installed equipment,

c. A copy of the Type Certificate, 1f not already held by the Department.*
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e,
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Three coples of the flight manual for the aircraft.

One copy of the production flight test report issued by the

manufacturer,

EACH AIRCRAFT FOR WHICH A ZAMBIAN CERTIFICATE OF AIRWORTHINESS IS TO

BE REQUESTED, The following documentation is required:

A statement, signed by an official representative of the manufac-
turers, showing that all mandatory modifications and special
inspections have been complied with.

The Export Certificate of Airworthiness, FAA Form 8130-4.
Two coples of the Approved Flight Manual.

Two copies of the Weight & Balance report showing the weights and
arms of the main components, and a list of installed equipment,

*
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FAA Regional Offices Responsible for Civil
Aviation Matters in Foreign Countries
Country or Area FAA Regional Office Address
a., Canada Federal Aviation Administration
Federal Building
John F. Kennedy International Airport
Jamaica, New York 11430
b. Caribbean Area, South America Federal Aviatlion Administration
Central America, (excluding P. O. Box 20636
Mexico) Panama, and the Canal Atlanta, Georgia 30320
Zone
¢, Mexico Federal Aviation Administration
P, 0. Box 1689
Fort Worth, Texas 76101
d. Area East of East Pakistan and| Federal Aviation Administration
India, including all free P. 0. Box 4009
nations south and east of Honolulu, Hawaii 96812
China
e, Europe, Africa, Middle East Federal Aviation Administration

west of Burma, Iceland Green-
land, and Bermuda

Tour-Madou Bullding
1 Place Madou
Brussels 3, Belgium
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The

COUNTRIES WITH WHICH THE UNITED STATES HAS
CONCLUDED AGREEMENTS FOR RECIPROCAL
ACCEPTANCE OF ATRWORTHINESS CERTIFICATES

agreements with the following countries are valid for ailrcraft, air-

craft engines, and propellers, and for spare parts for aircraft, aircraft
engines, and propellers which have been exported under the terms of the
agreements, (Note: The agreement with Japan also includes appliances

and
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spare parts for appliances exported under the terms of the agreement),

Australia
Austria
Israel
Japan
Switzerland

agreements with the following countries are valid only for aircraft,
components of alrcraft exported under the terms of the agreements:

Belgium

Canada

Denmark

France

Germany, Federal Republic of
Italy

Netherlands

Norway

South Africa, Republic of
Spain

Sweden

United Kingdom

agreements with the following countries are valid for gliders only
spare parts for gliders exported under the terms of the agreements:

Finltand %
Poland

U. 5. GOYERNMENT PRINTING OFFICE : 1970 © - 410-608
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CANADA - SPECIAL REQUIREMENTS

1. Alrcraft, to be eligible for export to Canada, in addition to requirements
prescribed in Part 21 of the United States Federal Aviation Regulations,
must comply with applicable special requirements prescribed below. It
should be noted that the Department of Transport will accept for certifica-
tion in Canada only those aircraft which are eligible for U.S, certification
as "standard" aircraft. This excludes "restricted,'" "limited," and “experi-
mental® aircraft, except on an individual basis, after referral to the
Canadian DOT.

NOTE: USED AIRCRAFT imported from the United States without an
Export Certificate of Airworthiness may obtaln a Canadian
Certificate of Alrworthinesa when the requirements of
Part I, Chapter II, paragraph 2.9 of the Canadian Department
of Transport Engineering Manual have been complied with, *

a. An aircraft exported to Canada, except as indicated in paragraph b,
below, shall not have been flown for any purpose other than that
required to accomplish the manufacturer's production flight test, and
such time as may be involved in effecting delivery flights.

b. USED AIRCRAFT may be exported to Canada, provided that such aircraft
comply with the export certification standards and requirements in
Part 21 of the United States FARs, are certificated in the "standard
classification," and provided such alrcraft are accompanied by current
historical records or logbooks applying to the aircraft and englne(s).
This will include surplus military aircraft which have been investigated
and type certificated by the FAA, for which a covering FAA aircraft
specification or type certificate data sheet has been issued. *

c. At least one portable fire extinguisher of an approved type, accessible
to the pilot and to the copilot, will be installed in each aircraft
exported to Canada.

d. For skiplanes designed to requirements other than those contained in
FAR 23 (excluding skiplanes which have been designed to the Canadian
ski gear requirements), the structure should be deslgned for a limit
torque load of .667W or the supplementary skiplane conditions specified
in FAR 23, 1In using the torque load condition of ,667W, the ultimate
factor of safety shall be 1.5,

e, An export certificate of airworthiness will be required by the Canadian
Government in connection with any Class I product which is exported from
the U.8, to Canada. Class II and Class III products exported to Canada
will be processed in accordance with the provisions contained in Part 21
of the United States FARs. *

f. Export certificates of airworthiness, with pertinent data attached, whether
issued to cover a complete alrcraft, engine, propeller, or other Class I
product, will be forwarded by the exporter direct to the Regional
Director having surveillance over the Region in which the Canadian
purchager resides, In order that the exporter may comply with this
requirement with respect to any Class I product which is shipped to its
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destination, the Canadian purchaser will inform the exporter regarding
the gpecific region in which he resides, concurrent with the conclu-
sion of the purchase contract. Additional requirements relating to

an aircrafec which is delivered via flyaway to its destination are
contained in paragraphs g. and h. below, The complete addresses of
the six Regional Offices of the Canadian Department of Transport
(CDOT) are ligted at the conclusion of these requirements.

g. In addition to the data forwarded to the Regional Office (Regional
Director, Air Services), the following material should accompany the
aircraft, or otherwise be delivered to the Canadian purchaser:

(1) One copy of the weight and balance report.

(2) One copy of each of the aircraft flight manual, operating manual,
repair and overhaul manual, maintenance and service manual, load-
ing chart, and service bulletins, when such material would be
required and furnished if the aircraft in question were certifi-
cated in the sta?dard category as an aircraft of U.S5. registry.
When the first &/aircraft of a model is exported into Canada, it
is required that the manufacturer supply the CDOT with eight
copies of the pertinent manuals and service bulletins.

(3) One copy of the manufacturer's production flight test report with
respect to new aircraft which are exported by the manufacturer.

(4) Evidence of transfer of title to the foreign purchaser from the
last U.S. recorded owner, or the exporter,

h. Prior to departure from the exporter's base, an aircraft which is
being exported to Canada via flyaway shall display Canadian nation-
ality and registration markings, and shall have installed therein a
temporary Canadian certificate of registration and airworthiness, and
a letter of authority to cover the use of radio, if installed, valid
for the delivery flight involved.

2, The Canadian nationality and registration markings, the certificates of
registration and airworthiness, and the letter authorizing the use of &
radio will be obtained by the Canadian purchaser from the Regicnal
Director, Air Services, of the region in which he resides. To obtain
these, the Canadian purchaser will advise the Regional Director imvolved
regarding the name and address of the vendor (exporter), and regarding
the make, model, and serial number of the aircraft being purchased, and
whether & radio 1s installed in the aircraft. The Canadian purchaser or
the Regional Office involved will advise the United States exporter of the

1/When in doubt as to whether an aircraft is the first of & model, contact
the air authority of the importing country,
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(1) One copy each of parts catalog and operating, maintenance,
overhaul, and repalr manuals applying to the aircraft, engines,
propellers, and major equipment installed on aircraft.

(2) One copy of approved flight manual or data contained in the
type £light test report including weight and balance report
applicable to the particular aircraft,

{(3) Certified aircraft, engines, and propellers logbooks or other
equivalent historical records showing total operating time and
time since last overhaul,

3., If the alrcraft 1s to be exported via flyaway to Japan without U.S,
nationality and marking, the manufacturer or exporter should display on
the aircraft Japanese natlonality and registration markings and should
install in the aircraft Japanese certificate of regilstration and
Japanese certificate of airworthiness. Upon application of the purchaser,
Civil Aviation Bureau of Japan will issue nationality and registration
markings, certificate of registration and certificate of airworthiness
when the Japanese importer or the U,S, exporter furnishes Civil Aviation
Bureasu of Japan the following information:

a, Make and model of the aircraft.
be Serial number of the alrcraift,

c. Purchaser's name and address.

d. U.S. exporter's name and address,

e, Document which certifies transfer of ownership of the aircraft
together with date of transfer,

£f. Document which certifies airworthiness of the aircraft (Export
Certificate of Alrworthiness, FAA Form 8130.4). If the certificate
itself is not available, submit 1ts “E" number.

4. After the Civil Aviation Bureau of Japan receives the foregoing applica-
tion and information, the Japanese registration markings will be sent
as soon as posslble to the place where the aircraft is located and
Japanese regilstration and airworthiness certificates will be delivered
to the applicant. The applicant wiil then forward these certificates to
the U,S, exporter for installation in the aircraft. After this, the
alrcraft may be flown from the U.S. to Japan.
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1.

KOREA - SPECIAL REQUIREMENTS

To be eligible for certification by the Government of the Republic of
Korea, all Class I, II and IiIl products should be issued export certif-
icates of airworthiress or approvals in accordance with the provisions
of Subpart L of Part 21 of the Federal Aviation Regulations,

Export certificates of airworthineas and other related data should be
forwarded to the Korean purchager, inasmuch as the Civil Aviation
Authority of the Republic of Korea requires that the applicant (Korean
purchaser) shall submit to the authority such substantiating evidence as
may be necessary to establish airworthiness and eligibility for
registration and certification by the Republic of Korea.

In addition to the foregoing, the following materlals will be furnished
for alrcraft to be exported to Korea,

a. If the aircraft is the first model exported to Korea, the following
material shall be furnished,

(1) Three (3) copies of each parts catalog; operating, overhaul,
maintenance (including maintenance schedule) and repair
manuals applying to the aircraft, engines, propellers and
major ancillary equipment installed on the aircraft,

NOTE: 1If possible the documents specified in (1) shall
be delivered well in advance of the intended
delivery date for the aircraft,

(2) One copy each of approved flight manual and the manufacturer's
production flight test report including the weight and balance
report applicable to the aircraft.

(3) A certified copy of the complete drawing list.

(4) A type record or stress analysis summary showing,for all
members of the primary structure, their design loads,
dimensions, materials strength and margins of safety, or a
copy of the static strength test reports when type approval was
granted on the basis of such tests,

(5) A statement by an authorized representative of the manufacturer

to the effect that all pertinent information, modification,
gservice bulletins and revisions to such bulletins will be

automatically distributed to the Civil Aviation Authority of
~ the Republic of Korea.

GPO 904.292



